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THE TERM "OWNER" OR "TENANT" SHALL REFER TO LRE & CO.
AND HIS/HER AGENTS OR REPRESENTATIVES. THE TERM "GENERAL CONTRACTOR" AND "GC" SHALL REFER TO
THE PERSON AND/OR PERSONS WHO HAVE CONTRACTED OR SUBCONTRACTED FOR THE WORK.

THE TERM "WORK" AS USED IN THESE NOTES SHALL INCLUDE ALL REVISIONS AS DRAWN OR SPECIFIED IN THESE
DOCUMENTS AS WELL AS ALL OTHER PROVISIONS SPECIFICALLY INCLUDED BY THE OWNER IN THE FORM OF
DRAWINGS, SPECIFICATIONS, AND WRITTEN INSTRUCTIONS.

GC SHALL VISIT JOB SITE AND BECOME FAMILIAR WITH EXISTING CONDITIONS BEFORE SUBMITTING BID. ANY
DISCREPANCIES WITHIN THESE DRAWINGS AND/OR BETWEEN THESE DRAWINGS AND EXISTING CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT BY THE GC PRIOR TO THE START OF ANY WORK. GC
SHALL FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION. IF THE CONTRACT DRAWINGS APPEAR TO BE
UNCLEAR, AMBIGUOUS, OR CONTRADICTORY, THE CONTRACTOR MUST REQUEST CLARIFICATION FROM THE
ARCHITECT IN WRITING BEFORE PROCEEDING WITH THAT PART OF THE WORK. IN CASE OF DISCREPANCIES OR
CONFLICTS, NOTIFY ARCHITECT BEFORE PROCEEDING WITH ANY WORK.

GENERAL CONTRACTOR SHALL BECOME FAMILIAR WITH THE OWNERS REQUIREMENTS PRIOR TO BIDDING AND
SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THESE REQUIREMENTS. ALL WORK SHALL BE PERFORMED AS
TO COMPLY WITH ALL GOVERNING STATUTES, ORDINANCES, GOVERNMENTAL AND JURISDICTIONAL PERMITS AND
APPROVALS AS OBTAINED. CONTRACTORS SHALL NOT SUBMIT A BID FOR THIS WORK UNLESS THEY ARE FULLY
QUALIFIED AND LICENSED BY THE STATE IN WHICH THE WORK IS TO BE PERFORMED. ALL WORK SHALL BE
PERFORMED IN A PROFESSIONAL MANNER AND SHALL BE IN GOOD AND USABLE CONDITION AT THE DATE OF
COMPLETION THEREOF.

GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING BUILDING PERMIT APPROVED PLANS AS
APPROVED FOR ALL PERMIT REVISIONS AND OTHER CHANGES. NO WORK SHALL BEGIN PRIOR TO RECEIPT OF
BUILDING PERMIT AND REVIEW OF PERMIT PLANS BY GENERAL CONTRACTOR.

THESE DOCUMENTS DO NOT INCLUDE THE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY. SAFETY OF
PERSONS, CARE OF ADJACENT PROPERTIES DURING CONSTRUCTION, COMPLIANCE WITH STATE AND FEDERAL
REGULATION REGARDING SAFETY AND COMPLIANCE WITH REQUIREMENTS SPECIFIED IN THE
OWNER/CONTRACTOR CONTRACT IS, AND SHALL BE, THE CONTRACTOR'S RESPONSIBILITY. INSURANCE:
WORKMEN'S COMPENSATION, AS REQUIRED BY LAW, AND PUBLIC LIABILITY SHALL BE CARRIED BY THE
CONTRACTOR.

SCOPE OF WORK: THE CONTRACTOR SHALL INCLUDE AND PROVIDE ALL LABOR, MATERIALS, EQUIPMENT,
TRANSPORTATION AND PAY ALL EXPENSES INCURRED IN THE PROPER COMPLETION OF WORK UNLESS
SPECIFICALLY NOTED TO BE THE WORK OF OTHERS. CONTRACTOR SHALL PERFORM ALL WORK NECESSARY FOR
PRODUCTION OF A COMPLETE, HABITABLE PROJECT, INCLUDING BUT NOT LIMITED TO SITE WORK,
ARCHITECTURAL, STRUCTURAL, ELECTRICAL, PLUMBING, MECHANICAL, SIGNAGE COORDINATION & UTILITY
COORDINATION.

GC SHALL COORDINATE ALL WORK TO BE PERFORMED. GC IS TO COORDINATE WORKING HOURS, DELIVERIES,
TRASH REMOVAL, STORAGE, ETC. WITH OWNER. CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK AND
SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, AND SAFETY
PROCEDURES AND FOR COORDINATING ALL PORTIONS OF THE WORK.

THE ARCHITECT SHALL BE AVAILABLE TO VISIT THE SITE WHEN REQUESTED. IF A CONDITION EXISTS THAT
REQUIRES OBSERVATION OR ACTION BY THE ARCHITECT OR ENGINEERS, THE CONTRACTOR SHALL NOTIFY THE
OWNER AND ARCHITECT.

DO NOT SCALE DRAWINGS. USE WRITTEN DIMENSIONS FOR ALL MEASUREMENTS. ALL DIMENSIONS ARE TO FACE
OF STUD, UNLESS OTHERWISE NOTED.

UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR INSTALL OR PERMIT TO BE INSTALLED ANY MATERIALS
CONTAINING ASBESTOS WITHIN THE BUILDING OR ON THE PREMISES.

GENERAL CONTRACTOR SHALL PROVIDE AND PAY FOR TRASH DUMPSTER SERVICE AND/OR REFUSE REMOVAL
FOR ALL SUB-CONTRACTORS WHICH INCLUDE MILLWORK, AND FOOD SERVICE. CONTACT TENANT COORDINATOR,
LANDLORD OR MUNICIPALITY FOR COORDINATION OF APPROVED LOCATION(S) PER LOCAL REGULATIONS.

THE ABBREVIATION OF "NIC" INDICATES WORK AND OR MATERIALS THAT IS NOT IN THE CONTRACT OF THE
GENERAL CONTRACTOR, HOWEVER THIS DOES NOT RELIEVE THE GC OF THE RESPONSIBILITY OF COORDINATION.

ALL CONCEALED WOOD BLOCKING IN WALLS AND CEILING SHALL BE TREATED AND FLAME RETARDANT.

ALL WALL AND CEILING CONSTRUCTION SHALL BE SUPPORTED BY STRUCTURE AND NOT BY ROOF DECK IF
APPLICABLE.

IN ADDITION TO THE GENERAL NOTES LISTED HEREIN. AIA DOCUMENT A201 GENERAL CONDITION OF THE
CONTRACT FOR CONSTRUCTION SHALL APPLY.

PERMIT FEES SHALL BE SECURED BY OWNER. CONTRACTOR SHALL SECURE PERMITS AND FEES INCURRED IN
THE COMPLETION OF THE PROJECT, INCLUDING BUT NOT LIMITED TO SUBCONTRACTOR PERMITS, WATER,
ELECTRIC AND TELEPHONE SERVICE CONNECTION, CERTIFICATE OF OCCUPANCY SURVEYS AND INSPECTIONS.

PRIOR TO BEGINNING WORK THE CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UTILITIES AND PROTECTING
THEM FROM DAMAGE DURING CONSTRUCTION. SHOULD DAMAGE OCCUR THE CONTRACTOR SHALL MAKE
REPAIRS AT NO COST TO THE OWNER. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATION WITH
THE OWNER AND WITH THE SUBCONTRACTOR FOR MECHANICAL, PLUMBING, AND ELECTRICAL TRADE.
DRAWINGS WILL BE SUBMITTED FOR REVIEW AS NEEDED BY MUNICIPALITY. THE SUBCONTRACTOR WILL SUBMIT
REQUIRED DRAWINGS FOR APPROVAL TO THE APPROPRIATE AGENCIES MEETING ALL CODES OF THE CITY AND
STATE. REPRODUCIBLE APPROVED DRAWINGS MUST BE SENT TO THE OWNER AND ARCHITECT.

ITEMS NOT INDICATED IN THESE CONSTRUCTION DOCUMENTS THAT CAN BE LEGITIMATELY AND REASONABLY
INFERRED TO COMPLETE THE WORK AT HAND SHALL BE FURNISHED BY THE CONTRACTOR AS THOUGH IT WERE
DETAILED HEREIN.

THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY AND COPYRIGHT OF THE ARCHITECT OF RECORD
AND SHALL NOT BE REPRODUCED OR USED FOR ANY OTHER PURPOSE EXCEPT BY WRITTEN AGREEMENT.

THE CONTRACTOR WARRANTS TO THE OWNER AND BUILDING MANAGEMENT THAT ALL MATERIALS AND
EQUIPMENT FURNISHED UNDER THIS CONTRACT WILL BE NEW UNLESS OTHERWISE SPECIFIED, AND THAT ALL
WORK WILL BE GOOD QUALITY, FREE FROM FAULTS AND DEFECTS AND IN CONFORMANCE WITH THE
CONSTRUCTION DOCUMENTS. ALL WORK NOT SO CONFORMING TO THESE STANDARDS MAY BE CONSIDERED
DEFECTIVE. IT IS UNDERSTOOD THAT NO INFERIOR OR NON-CONFORMING WORK OF THE MATERIALS WILL BE
ACCEPTED WHETHER DISCOVERED AT THE TIME THEY ARE INCORPORATED IN THE WORK OR AT ANY TIME
BEFORE OR AFTER THE FINAL ACCEPTANCE. IF REQUIRED BY THE OWNER, THE CONTRACTOR SHALL FURNISH
SATISFACTORY EVIDENCE AS TO THE KIND AND INSTALLATION OF MATERIALS.

THE WARRANTIES AND GUARANTEES PROVIDED IN THE CONSTRUCTION DOCUMENTS SHALL BE IN ADDITION TO
AND NOT IN LIMITATION OF ANY OTHER WARRANTY AND GUARANTY OR REMEDY REQUIRED BY LAW OR THE
CONSTRUCTION DOCUMENTS.

GUARANTEE: THE CONTRACTOR SHALL GUARANTEE ALL MATERIALS, AND WORKMANSHIP FURNISHED OR
INSTALLED BY HIM/HER OR THEIR SUBCONTRACTORS FOR A PERIOD OF ONE (1) YEAR FROM DATE OF
ACCEPTANCE AND SHALL REPLACE ANY DEFECTIVE WORK WITHIN THAT PERIOD WITHOUT EXPENSE TO THE
OWNER AND PAY FOR ALL DAMAGES TO OTHER PARTS OF THE BUILDING RESULTING FROM DEFECTIVE WORK OR
ITS REPAIR. THE CONTRACTOR SHALL REPLACE DEFECTIVE WORK WITHIN TEN (10) DAYS AFTER IT IS BROUGHT
TO HIS/HER ATTENTION.

PROTECTION: THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS/HER WORK AND THAT OF THEIR
SUBCONTRACTORS FOR LOSSES AND DAMAGES TO EQUIPMENT, TOOLS, AND MATERIAL USED IN CONJUNCTION
WITH THE WORK AND FOR ACTS OF HIS/HER EMPLOYEES.

CLEANING UP: THE CONTRACTOR SHALL AT ALL TIMES KEEP THE PREMISES FROM ACCUMULATION OF WASTE
MATERIALS AND RUBBISH AND AT COMPLETION OF THE WORK THE CONTRACTOR SHALL REMOVE ALL RUBBISH,
IMPLEMENTS, AND SURPLUS MATERIALS AND LEAVE THE BUILDING CLEAN, WITH PAINTED AND WOOD SURFACES
CLEAN, ALL FLOORS WAXED AND/OR POLISHED AS SPECIFIED, AND ALL GLASS AND MIRRORS CLEANED AND
POLISHED.

NO UNAUTHORIZED VISITS TO SITE, OCCUPIED OR UNOCCUPIED BY THE CONTRACTOR WILL BE PERMITTED PRIOR
TO START OF WORK.

CONTRACTOR IS TO PROVIDE A LIST OF ALL SUBCONTRACTORS USED TO THE OWNER, COMPLETE WITH
ADDRESSES, PHONE NUMBERS, AND COPIES OF ALL WARRANTIES.

OWNER SHALL HAVE ACCESS TO PROJECT FOR COMPLETION OF WORK BY OWNER.

ALL FLOOR SLAB CUTTING , TRENCHING AND REMOVAL SHALL BE REPLACED WITH THE SAME MATERIAL IN THE
SAME THICKNESS OF THE ADJACENT FLOOR MATERIAL. ADDITIONAL, CONC. PATCHING SHALL BE DOWELED INTO
THE ADJACENT CONCRETE SLAB TO MINIMIZE DIFFERENTIAL SETTLEMENT OF THE FLOOR SYSTEM.

ALL ROOF PENETRATIONS ARE TO BE PERFORMED BY BUILDING OWNER'S ROOFING CONTRACTOR. INCLUDING
ANY PENETRATIONS THRU THE PT FLOOR SLAB. CONTACT BUILDING OWNER TO COORDINATE.

IT SHALL BE SOLELY THE SIGN VENDOR'S RESPONSIBILITY TO DESIGN, FABRICATE AND INSTALL THE SIGN UNDER
SEPARATE PERMIT. ANY AND ALL STRUCTURAL CONSIDERATIONS SHALL BE COORDINATED BETWEEN THE SIGN
VENDOR, THE GENERAL CONTRACTOR, THE BUILDING OWNER AND HIS DESIGN PROFESSIONALS. GENERAL
CONTRACTOR SHALL COORDINATE WITH SIGNAGE VENDOR AND CONTACT LANDLORD OR MUNICIPALITY FOR
FINAL APPROVED LOCATION(S) PER THE TENANT SIGNAGE PROCEDURES AND/OR MUNICIPALITY REGULATIONS.
SUBMIT PROPOSED DRAWINGS TO LANDLORD OR MUNICIPALITY AS REQUIRED FOR APPROVAL(S).

PROJECT ADDRESS:

PARCEL 6, ROSEVILLE JUNCTION
350 CONFERENCE CENTER DRIVE
ROSEVILLE, CA

PROJECT DESCRIPTION / SCOPE:

TYPE OF CONSTRUCTION:
OCCUPANCY CLASSIFICATION:

TOTAL OCCUPANT LOAD:
SPRINKLERED BUILDING: NO

PROJECT AREA LIMITATIONS:

PROJECT HEIGHT LIMITATIONS:

PROJECT ALLOWABLE HEIGHT:
PROJECT TOTAL HEIGHT:
TOTAL no. STORIES:

THE INTENT OF THE SCOPE CONTAINED WITHIN THESE DOCUMENTS RELATES TO A PREMANUFACTURED CONTAINER
FACILITY FOR INTENDED USE OF SEVING PRODUCTS.

RETROFIT OF CONTAINERS FOR NEW KITCHENS, RETAIL AND BAR BUILDINGS WITH CUSTOMER ORDER COUNTERS & A
CUSTOMER BAR WITH A SEATING COUNTER AROUND IT.

TYPE - VB
B - KITCHEN/COMMERCIAL
1 SEE OCCUPANCY & EGRESS PLAN / CODE SUMMARY SHEET FOR CALCULATIONS

TYPE: TYPE - VB
OCCUPANCY: B - KITCHEN/COMMERCIAL
SPRINKLED: NO

PROJECT ALLOWABLE AREA: MAX AREA PER CODE - 9,000SF.(TABLE 506.2)

PROJECT AREA:
GROSS CONDITIONED BUILDING AREA 3,008 SF
TOTAL GROSS AREA 12,765 SF

TYPE: TYPE - VB

OCCUPANCY: B - KITCHEN/COMMERCIAL
SPRINKLED: NO

MAX HEIGHT PER CODE - 40'-0" (TABLE 504.3)
9'-0" (CONTAINER), 22' - 00"

1 STORY

SHEET INDEX

Exhibit 2

APPLICABLE BUILDING CODES

BUILDING CODE:
MECHANICAL CODE:
ELECTRICAL CODE:
PLUMBING CODE:
FIRE CODE:

ENERGY CODE:
ACCESSIBILITY CODE:
2022 CALIFONIA GREEN BUILDING STANDARDS CODE
ROSEVILLE MUNICIPAL CODE (RMC)

2022 CALIFORNIA BUILDING CODE

2022 CALIFORNIAL MECHANICAL CODE

2022 CALIFORNIA ELECTRICAL CODE

2022 CALIFORNIA PLUMBING CODE

2022 CALIFORNIA FIRE CODE

2022 CALIFORNIA ENERGY CODE

2022 CALIFORNIA BUILDING CODE FOR ACCESSIBILITY

SEPERATE & DEFERRED SUBMITTALS

DOCUMENTATION FOR DEFERRED SUBMITTALS SHALL BE SUBMITTED TO THE GOVERNING JURSIDICTION FOR
APPROVAL AND HAVE BEEN FOUND TO BE IN CONFORMANCE TO THE DESIGN OF THE BUILDING. DEFERRED
SUBMITALS SHALL NOT BE INSTALLED UNTIL SUCH DOCUMENTATION IS APPROVED BY THE GOVERNING
JURSIDICTION.

A SEPERATE & DEFERRED SUBMITTAL:
1. SIGNAGE

FIRE PROTECTION NOTES

THIS SPACE IS REQUIRED TO BE PROVIDED WITH AN AUTOMATIC WET PIPE SPRINKLER SYSTEM. THE FIRE
PROTECTION CONTRACTOR SHALL BE RESPONSIBLE FOR THE MODIFICATION AND DESIGN, PROVIDING A NEW
LAYOUT, AND ALL MATERIALS REQUIRED FOR A COMPLETE AND OPERATIONAL SYSTEM FOR THE PROPOSED
TENANT FINISH OF THIS SPACE. CONTRACTOR SHALL PREPARE ALL NEEDED DRAWINGS AND HAVE APPROVAL OF
ALL STATE, LOCAL & INSURANCE UNDERWRITING AUTHORITIES AS WELL AS MEETING ALL N.F.P.A 13
REQUIREMENTS. THE SPRINKLER SYSTEM SHALL BE PRESSURE TESTED BY FIRE PROTECTION CONTRACTOR,
INSPECTED AND APPROVED BY LOCAL FIRE MARSHALL PRIOR TO ACCEPTANCE BY OWNER. CONSULT WITH
LANDLORD REPRESENTATIVE FOR EXACT EXISTING CONDITIONS OF FIRE PROTECTION SYSTEM FOR LOCATION,
CONNECTION POINT, SIZE, TYPE, ETC. PROVIDE SIGNED AND SEALED DRAWINGS AS REQUIRED TO THE LOCAL
AUTHORITY. DRAWINGS SHALL BE SIGNED AND SEALED BY THE PROFESSIONAL ENGINEER EMPLOYED BY FIRE
PROTECTION CONTRACTOR, WHO IS IN RESPONSIBLE CHARGE OF THIS WORK.

(IF REQUIRED) FIRE SPRINKLER PROTECTION PLANS SHALL BE S!” @TED AND APPROVED BY THE DEPARTMENT
OF BUILDING SAFETY BEFORE THE ISSUANCE OF THE CERTIFIC V OCCUPANCY IS GRANTED. GENERAL
CONTRACTOR TO OBTAIN AND SUBMIT FIRE SPRINKLER PRC” . PLANS AS REQUIRED.

ALL SPRINKLER SYSTEMS ARE REQUIRED TO HAVE A D/, \ .c PLATE POSTED AND MAINTAINED AT EACH
RISER SPRINKLER SYSTEM SHALL BE INSTALLED TO ¢ o WITH MINIMUM N.F.P.A. CRITERIA AND CITY
ORDINANCE CRITERIA.

SPRINKLER HEADS IN PUBLIC VIEWABLE CEILIN QQ . BE OF AN APPROVED CONCEALED TYPE. SURFACE
MOUNTED HEADS ARE PERMITTED IN AREAS v 5IBLE TO CUSTOMER.

INSTALLATION OF A MANUAL OR AUTOM .£ ALARM SYSTEM SHALL BE DETERMINED BY THE LOCAL
MUNICIPALITY IN ACCORDANCE WITH ' O ~AL FIRE CODE. GENERAL CONTRACTOR SHALL BE RESPONSIBLE
FOR PLANS, PERMITS, AND ALL WOFe JIRED FOR INSTALLATION OF THE FIRE ALARM SYSTEM.

ALARM INITIATING DEVICES, ALARM SIGNALING DEVICES, AND OTHER FIRE ALARM SYSTEM COMPONENTS SHALL
BE DESIGNED AND INSTALLED IN ACCORDANCE WITH LOCAL FIRE CODE STANDARDS.

WHEN DUCT DETECTORS, REQUIRED BY CODE, ARE CONCEALED FROM VIEW, AN L.E.D. SHALL BE PROVIDED
THROUGH THE CEILING LEVEL OR SIGHT OBSTRUCTION AT EACH DETECTOR. WHEN A COMPLETE SMOKE
DETECTION SYSTEM IS PROVIDED, THE DUCT DETECTORS SHALL BE MONITORED BY THAT SYSTEM.

PORTABLE FIRE EXTINGUISHERS SHALL BE PROVIDED AND INSTALLED. GENERAL CONTRACTOR SHALL PROVIDE
AND INSTALL FIRE EXTINGUISHERS AS REQUIRED AND LOCATED BY THE FIRE MARSHAL AND IN ACCORDANCE W/
NFPA STANDARDS.

EXIT AND EMERGENCY LIGHTING SHALL COMPLY WITH CITY ORDINANCES AND LOCAL FIRE CODE.

LANDLORD NOTES

FIRE SPRINKLER TEST AND CALCULATION ON THE HYDRAULIC TO BE PERFORMED WITH A REPORT PROVIDED TO
LANDLORD. ANY REPAIRS NEEDED TO CORRECT ANY ISSUES TO BE PROVIDED BY THE CONTRACTOR.

LOAD CALCULATIONS WILL NEED TO BE PERFORMED FOR THE SPEAKERS AND STROBES AFTER ALL DEVICES ARE
INSTALLED AND A REPORT PROVIDED TO THE LANDLORD. ANY ADJUSTMENTS/REPAIRS NEEDED TO BALANCE OUT
THE LOAD WILL NEED TO BE CONFORMED TO THE BUILDING'’S LIFE SAFETY CAPACITY

MOLD & MILDEW NOTES

PROJECT DIRECTORY

THE FOLLOWING REQUIREMENTS SHALL APPLY TO ALL NEW AND REMODEL CONSTRUCTION PROJECTS.

IN THE EVENT THE CONTRACTOR DISCOVERS, AT ANY TIME DURING DEMOLITION, CONSTRUCTION, AND/OR
REMODELING OPERATIONS, EXISTING CONDITIONS THAT COULD INCLUDE THE PRESENCE OF MOLD AND/OR
MILDEW, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S REPRESENTATIVE AND THE
ARCHITECT/ENGINEER OF RECORD, IN WRITING, OF THE CONCERNS AND/OR SUSPICIONS.

CONCURRENTLY, THE CONTRACTOR SHALL BE RESPONSIBLE TO RETAIN A MOLD AND MILDEW CERTIFIED TESTING
AGENCY TO PERFORM AN INVESTIGATION AND TESTING AS REQUIRED TO EVALUATE THE NATURE AND EXTENT OF
THE PROBLEM. IF THE TESTING AGENCY CONFIRMS HAZARDS, THE CONTRACTOR SHALL BE RESPONSIBLE TO
OBTAIN A MINIMUM OF TWO (2) BIDS FROM COMPANIES QUALIFIED AND LICENSED TO PERFORM ALL NECESSARY
REMEDIATION WORK, COMPLYING WITH ALL LOCAL, STATE, AND FEDERAL ENVIRONMENTAL REGULATIONS,
CODES, AND STATUTES.

ONCE DISCOVERY OR SUSPICION OF MOLD AND/OR MILDEW IS MADE, THE CONTRACTOR SHALL TAKE ALL
REASONABLE AND PRACTICAL PRECAUTIONS TO PROTECT ALL CONSTRUCTION PERSONNEL AND THE PUBLIC
FROM EXPOSURE TO MOLD AND/OR MILDEW, AND SUCH PRECAUTIONS SHALL REMAIN IN PLACE UNTIL SUCH TIME
AS THE OWNER OR HEALTH AUTHORITY DIRECTS OTHERWISE. CONSTRUCTION OPERATIONS SHALL NOT BE
STOPPED OR CURTAILED, EXCEPT IN THE AREA OF MOLD/MILDEW CONCERN, DUE TO THESE REQUIRED
PRECAUTIONS.

THE CONTRACTOR SHALL MAKE ALL REASONABLE EFFORTS TO AVOID CONDITIONS FAVORABLE TO THE
DEVELOPMENT OF MOLD AND MILDEW, ESPECIALLY IN VOIDS WHICH WILL BE CONCEALED AND NOT VENTILATED.
IN ALL CASES, INTERIOR SPACES AND INTERIOR FINISHED CONSTRUCTION SHALL BE MAINTAINED IN DRY AND
WELL-VENTILATED CONDITIONS.

THE CONTRACTOR SHALL COMPLY WITH FEDERAL ENVIRONMENTAL AND OSHA REGULATIONS AND ALL LOCAL
AND STATE HEALTH DEPARTMENT REQUIREMENTS AND RECOMMENDATIONS REGARDING MOLD AND MILDEW.

ALL PENETRATIONS SHALL BE SEALED WATER-TIGHT TO PREVENT MOISTURE MIGRATION FROM ENTERING THE
BUILDING OR WALL CAVITIES.

ALL CONDENSATE DRAIN PANS SHALL BE CLEANED AND KEPT FREE FROM DEBRIS UNTIL AND WHEN THE FACILITY
IS TURNED OVER TO THE OWNER OR TENANT. ENSURE POSITIVE DRAINAGE AT ALL DRAIN PANS. ENSURE THAT
ALL "COLD" SURFACES ARE INSULATED AND COVERED WITH A FULLY SEALED AND CONTINUOUS VAPOR BARRIER.
("COLD" SURFACES INCLUDE, BUT ARE NOT LIMITED TO, DOMESTIC COLD WATER PIPING, CHILLED WATER PIPING,
INTERIOR RAIN LEADERS, OUTDOOR AIR INTAKES, AND DUCTWORK CARRYING AIR CONDITIONED SUPPLY AIR.)

ENSURE THAT THERE ARE NO WATER LEAKS IN CONCEALED PLUMBING CHASES. RETURN AIR PATHS AND
PLENUMS SHALL BE KEPT DRY. ALL EXISTING SUPPLY AIR PATHS AND ALL EXISTING DUCTWORK TO BE RE-USED
SHALL BE CLEANED AND TREATED AS REQUIRED TO REMOVE THE POTENTIAL FOR MOLD AND MILDEW. ALL DAMP
AREAS SHALL BE DRIED THOROUGHLY PRIOR TO ENCLOSURE.

PROPERTY OWNER:

TENANT:

LRE & COMPANIES

DESIGN TEAM:

CONTAINER: TBD

4302 Redwood Hwy, Suite 200
San Rafael, CA 94903

ENGINEERING TEAM:

ARCHITECTURE:

INNOVATION & DESIGN in ARCHITECTURE
218 The Promenade North

LONG BEACH, CA 90802

ARCHITECT OF RECORD:

DALLAS BARKER
DALLAS@idaexperience.com
714.316.4767

MECHANICAL, ELECTRICAL, PLUMBING
2712 LOKER AVE. WEST #1063
CARLSBAD, CA 92010

CONTACT KYLES SUSSMAN, 708-220-8607
CONTACT kyles@proengc.com

GEOFF LIM

geoff@idaexperience.com LANDSCAPE

562.206.7720 111 SCRIPPS DRIVE
SACRAMENTO, CA 95825

PROJECT MANAGER:

CONTACT JESSIE LETT, 510.541.1166
CONTACT Jessie@roachcampbell.com

CIVIL

LIGHTING / DIMING SPECIFICATION & DESIGN:
VILLA LIGHTING

296 S. INDIAN CANYON DR.

PALM SPRINGS, CA 92262

600 COOLIDGE DR., SUITE 140
FOLSOM, CA 95630

CONTACT SUSAN MEHI, 916.496.8773
CONTACT smehl@mpengr.com

JAMES ALTO
314.633.0588
james.alto@villalighting.com

STRUCTURAL
213 LINDEN STREET, SUITE 200
FORT COLLINS, CO 80524

CONTACT STEVE D. CARPENTER, 303. 565. 4937
CONTACT scarpenter@jvajva.com

CURRENT |REVISION
ROSEVILLE JUNCTION BEER GARDEN CONTAINER PARK | St=€Tvo. SHEET e REVISION| DATE | REVISION DESCRIPTION
ARCHITECTURAL
PARCEL 6, ROSEVILLE JUNCTION A 00 COVER SHEET 2 11-17-23 PHASE 2 COMMENTS
350 CONFERENCE CENTER DRIVE G2.1 OVERALL SITE PLAN 1 10-20-23 ISSUED FOR PERMIT COMMENTS
LANDSCAPING
ROSEVILLE, CA L1.1 LAYOUT PLAN, LEGEND AND NOTES
NEW CONSTRUCTION L1.2 CONSTRUCTION DETAILS
L2.1 IRRIGATION PLAN, LEGEND, AND NOTES
L2.2 IRRIGATION DETAILS AND SCHEDULE
L3.1 PLANTING PLAN, LEGEND, AND NOTES
PERMIT 07/31/2023 STRUCTURAL
S001 GENERAL NOTES
S100 OVERALL PLAN
S101 FOUNDATION PLAN - TYPE 1
S102 FOUNDATION PLAN - TYPE 2 & 3
S103 FOUNDATION PLAN -TYPE 4 & 5
S104 FOUNDATION PLAN -TYPE 6 & 7
S500 TYPICAL DETAILS
ARCHITECTURAL
A0 REFERENCE PLAN 1 10-20-23  |ISSUED FOR PERMIT COMMENTS
AO0.1A MATERIALS & FINISHES 1 10-20-23  |ISSUED FOR PERMIT COMMENTS
A0.5 PARTITION TYPES
A0.6 PARTITION DETAILS P
A15 ROOF PLAN ( 2 \ 11-17-23 |PHASE 2 COMMENTS
A2.0 REFLECTED CEILING PLAN c 3
A4.0 EXTERIOR ELEVATIONS \ 2 ) 11-17-23 |PHASE 2 COMMENTS
A4 .1 EXTERIOR 3D VIEWS 1 10-20-23  |ISSUED FOR PERMIT COMMENTS
A4.2 EXTERIOR SIGHT LINE STUDY 1 10-20-23 |ISSUED FOR PERMIT COMMENTS
A5.1 C1-BLDG 1- CONTAINER PLANS, ELEVATIONS & DETAILS
A5.2 C1-BLDG 5 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.3 C1-BLDG 12 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.4 C1-BLDG 13 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.5 C2 - BLDG 3/4 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.6 C2-BLDG 7/8 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.7 C2-BLDG 10/11 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.8 C3-BLDG 2 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.9 C3-BLDG 9 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.10 C4 - BLDG 6 - CONTAINER PLANS, ELEVATIONS & DETAILS
A5.11 PARK - DIMENSIONDED PLAN
A5.12 PARK - DIMENSIONDED PLAN
LOCATION MAP A5.13 PARK - TV WALL DETAILS
A5.14 PARK - TV WALL DETAILS
AB.1 PARK - SECTIONS
FOOD SERVICE
FS-1 BURGER TENANT 1 EQUIPMENT SHEET & SCHEDULE
FS-2 BURGER TENANT 1 PLUMBING & FLOOR SINKS & SCHEDULE
FS-3 BURGER TENANT 1 ELECTRICAL
FS-4 BURGER TENANT 1 ELEVATIONS
FS-5.H.1 BURGER TENANT 1 HOOD DETAILS
FS-5.H.2 BURGER TENANT 1 HOOD DETAILS
FS-5.H.3 BURGER TENANT 1 HOOD DETAILS
FS-5.H.4 BURGER TENANT 1 HOOD DETAILS
FS-5.H.5 BURGER TENANT 1 HOOD DETAILS
FS-5.H.6 BURGER TENANT 1 HOOD DETAILS
FS-5.H.7 BURGER TENANT 1 HOOD DETAILS
FS-6 BEER TENANT 2 EQUIPMENT SHEET & SCHEDULE
FS-7 BEER TENANT 2 PLUMBING & FLOOR SINKS & SCHEDULE
FS-8 BEER TENANT 2 ELECTRICAL
FS-9 BEER TENANT 2 ELEVATIONS
FS-10 CAFE TENANT 3 EQUIPMENT SHEET & SCHEDULE
FS-11 CAFE TENANT 3 PLUMBING & FLOOR SINKS & SCHEDULE
FS-12 CAFE TENANT 3 ELECTRICAL
FS-13 CAFE TENANT 3 ELEVATIONS
FS-14.H.1 CAFE TENANT 3 HOOD DETAILS
FS-14.H.2 CAFE TENANT 3 HOOD DETAILS
FS-14.H.3 CAFE TENANT 3 HOOD DETAILS
FS-14.H.4 CAFE TENANT 3 HOOD DETAILS
FS-14.H.5 CAFE TENANT 3 HOOD DETAILS
FS-14.H.6 CAFE TENANT 3 HOOD DETAILS
FS-14.H.7 CAFE TENANT 3 HOOD DETAILS
V |C | N |TY M A P FS-15 BAR TENANT 4 EQUIPMENT SHEET & SCHEDULE
FS-16 BAR TENANT 4 PLUMBING & FLOOR SINKS & SCHEDULE
FS-17 BAR TENANT 4 ELECTRICAL
FS-18 BAR TENANT 4 ELEVATIONS
FS-19 PIZZA TENANT 5 EQUIPMENT SHEET & SCHEDULE
FS-20 PIZZA TENANT 5 PLUMBING & FLOOR SINKS & SCHEDULE
FS-21 PIZZA TENANT 5 ELECTRICAL
FS-22 PIZZA TENANT 5 ELEVATIONS
PLUMBING
SYM BOLS LEGEN D P001 PLUMBING SCHEDULES & NOTES
P002 PLUMBING SCHEDULES & NOTES
P003 PLUMBING DETAILS
P004 PLUMBING DETAILS-WATER HEATER
1 ELEVATION MARKER ROOM MARKER P005 PLUMBING DETAILS-GREASE INTERCEPTOR
VIEW REFERENCE Room name ROOM NAME P100 PLUMBING SITE PLAN
1 A101 | 1 P101 WASTE & VENT PLAN,TENANT 1
4 101 |<«—— ROOM NUMBER P102 HW & CW PLAN, TENANT 1
1 SHEET REFERENCE P103 GAS PLAN, TENANT 1
KEYNOTE TAG P201 WASTE & VENT PLAN,TENANT 2
P202 HW & CW PLAN,TENANT 2
P203 GAS PLAN,TENANT 2
SECTION / DETAIL MARKER WALL TYPE P301 WASTE & VENT PLAN, TENANT 3
n < VIEW REFERENCE P302 HW & CW PLAN, TENANT 3
w SHEET REFERENCE DOOR NUMBER P303 GAS PLAN - TENANT 3
P401 WASTE & VENT PLAN, TENANT 4
WINDOW / STOREFRONT TYPE P402 HW & CW PLAN, TENANT 4
DETAIL MARKER @ P403 GAS PLAN - TENANT 4
n VIEW REFERENCE NXX-1 FINISH TAG P501 WASTE & VENT PLAN, TENANT 5
W SHEET REFERENCE P502 HW & CW PLAN, TENANT 5
P503 GAS PLAN - TENANT 5
ELEVATION MARKER P601 WASTE & VENT PLAN, RESTROOM 1
NORTH ARROW B.O. BEAM<+—————— ELEVATION DESCRIPTION P602 HW & CW PLAN, RESTROOM 1
0-0" A.F.F. -—— HEIGHT AF.F. P603 GAS PLAN -RESTROOM 1
PLAN TRUE P701 WASTE & VENT PLAN, RESTROOM 2
P702 HW & CW PLAN, RESTROOM 2
CEILING MARKER P703 GAS PLAN -RESTROOM 2
= = GYP.BD. (XXX-1)<«—— CEILING MATERIAL w/ FINISH P801 ROOF GAS PLUMBING
X n'd $ 1-0"AFF. REFERENCE P802 SITE GAS PLUMBING
CZ) (ZD \ CEILING HEIGHT A.F.F MECHANICAL
R MO001 MECHANICAL SCHEDULES & NOTES
M002 MECHANICAL SCHEDULES & NOTES
M003 MECHANICAL DETAILS
MO004 CAPTIVEAIRE DETAILS PART 1
MO005 CAPTIVEAIRE DETAILS PART 2
MO006 CAPTIVEAIRE DETAILS PART 3
MO007 CAPTIVEAIRE DETAILS PART 4
MTO04-BE TITLE-24, MECH PART 2, BEER MO008 CAPTIVEAIRE DETAILS PART 5
MTO04.2-BE TITLE-24, MECH PART 1, BEER M009 CAPTIVEAIRE DETAILS PART 6
MTO5-PT TITLE-24, MECH PART 1, PIZZA M010 CAPTIVEAIRE DETAILS PART 7
MTO05.1-PT TITLE-24, MECH PART 2, PIZZA MO011 CAPTIVEAIRE DETAILS PART 8
ELECTRICAL M012 CAPTIVEAIRE DETAILS PART 9
EO01 ELECTRICAL SCHEDULES, NOTES & DETAILS M013 CAPTIVEAIRE DETAILS PART 10
E002 PANEL SCHEDULES & 1-LINE MO014 CAPTIVEAIRE DETAILS PART 11
E003 PANEL SCHEDULES MO015 CAPTIVEAIRE DETAILS PART 12
E004 PANEL SCHEDULES MO016 CAPTIVEAIRE DETAILS PART 13
E005 PANEL SCHEDULES MO017 CAPTIVEAIRE DETAILS PART 14
E006 CUTSHEETS M018 CAPTIVEAIRE DETAILS PART 15
E007 TITLE-24 LTS, OUTDOOR MO019 CAPTIVEAIRE DETAILS PART 16
E008 SOLAR FORMS M020 CAPTIVEAIRE DETAILS PART 17
E009 SOLAR FORMS M021 CAPTIVEAIRE DETAILS PART 18
EO010 SWITCHBOARD DESIGN MO022 CAPTIVEAIRE DETAILS PART 19
E100 ELECTRICAL SITE PLAN M023 CAPTIVEAIRE DETAILS PART 20
E101 LIGHTING PLAN MO024 CAPTIVEAIRE DETAILS PART 21
E102 POWER PLAN MO025 CAPTIVEAIRE DETAILS PART 22
E103 EQUIPMENT PLAN MO026 CAPTIVEAIRE DETAILS PART 23
E200 ELECTRICAL SITE PHOTOMETRIC PLAN Mo027 CAPTIVEAIRE DETAILS PART 24
E201 LIGHTING & POWER PLAN, BURGER M028 CAPTIVEAIRE DETAILS PART 25
E202 EQUIP, ROOF PLAN,BURGER MO029 VENTILATION SYSTEM FOR PIZZA
E301 LIGHTING & POWER PLAN,BEER M101 MECHANICAL PLAN, BURGER
E302 EQUIP & ROOF PLAN,BEER M102 MECHANICAL PLAN, PIZZA & BAR
E401 LIGHTING & POWER PLAN, CAFE M103 MECHANICAL PLAN, CAFE
E402 EQUIP & ROOF PLAN,CAFE M104 MECHANICAL PLAN, BEER
E501 LIGHTING, POWER & EQUIPMENT PLAN,BAR M105 MECHANICAL PLAN, 7 UNISEX /5 UNISEX TOILET
E601 LIGHTING, POWER & EQUIPMENT PLAN,BURGER MTO01-BU TITLE-24, MECH PART 1, BURGER
E701 LIGHTING & POWER PLAN, US1 MT01.2-BU TITLE-24, MECH PART 2, BURGER
E702 EQUIP & ROOF PLAN, US1 MT01.3-BU TITLE-24, MECH PART 3, BURGER
E801 LIGHTING & POWER PLAN,US2 MTO02-C TITLE-24, MECH PART 1, CAFE
E802 EQUIP & ROOF PLAN, US2 MT02.2-C TITLE-24, MECH PART 2, CAFE
E901 LIGHTING, POWER & EQUIPMENT PLAN,UTILITY MT02.3-C TITLE-24, MECH PART 3, CAFE
MTO3-BA TITLE-24, MECH PART 1, BAR
MTO03.2.-BA TITLE-24, MECH PART 2, BAR
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PROPOSED PROJECT LOCATION
SEE SHEET A0.0 FOR ENGLARGED PLAN

PATH OF TRAVEL 44" MINIMUM CLEAR
FROM PARKING SPACE TO PARK
ENTRANCE

PROPERTY LINE
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LANDSCAPE AREA
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Exhibit A

SITE DATA (12,738 S.F.)

BUILDING DATA
BUILDING S.F. BUILDING HT. USE
CONTAINER 640 (4) 20 RESTAURANT
TYPE C1 CONTAINERS
CONTAINER 1,920 (6) 40 RESTAURANT
TYPE C2 CONTAINERS
CONTAINER 640 (2) 40 RESTROOMS
TYPE C3 CONTAINERS
CONTAINER 160 (1) 20 STORAGE!/
TYPE C4 CONTAINER UTILITY
TOTAL 3,360
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NEW CONSTRUCTION

350 CONFERENCE CENTER DRIVE

PARCEL 6, ROSEVILLE JUNCTION
ROSEVILLE, CA

CONTAINER PARK

Project
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MATERIAL SCHEDULE
FLAME SPREAD | ESTIMATED LEAD
MARK DESCRIPTION MANUFACTURER MANUFACTURER CONTACT MODEL / PRODUCT DESIGNATION PRODUCT URL CLASSIFICATION TIMES PRODUCT COMMENTS

*EXTERIOR*  /1\

WWWWWWWVWWWWVWW
\ LBWD01 A EXTEBIORWOOD PLANK 4 4 AELRORADQ STONE 4 A A LA A A_A_A_A_A_A_A_A_A_A_A_A_A_A_JABCHWOQD, 6 XJ@'L)
EX-03 ROOF - CANOPY SKYLIGHTS COVER |TBD LOCAL RESOURCE POLYCARBONATE SHEET CANOPY SKYLIGHTS COVER
FLOORING
FT-01 EXTERIOR TURF GRASSTEX PLAYGROUND www.grass-tex.com EXTERIOR TURF FLOORING
FT-02 EXTERIOR SEATING LOCAL SOURCE LOCAL RESOURCE EXTERIOR GRAVEL FLOORING
PAINT
PT-01 PAINT BENJAMIN MOORE 0OC-151
PT-02 PAINT BENJAMIN MOORE BM 2002-10 RED
PT-03 PAINT BENJAMIN MOORE BM 2037-20 JADE GREEN
PT-04 PAINT SHERWIN WILLIAMS SW 6885 KNOCKOUT ORANGE Material Comments
PT-05 PAINT BENJAMIN MOORE BM 757 GRACEFULL SEA Material Comments
PT-06 PAINT BENJAMIN MOORE BM 2124-00 THUNDERCLOUD GREY
PT-07 PAINT BENJAMIN MOORE BM 2121-20 STEEL WOOL
PT-08 PAINT SHERWIN WILLIAMS SW 2848 PEWTER
PT-09 PAINT BENJAMIN MOORE BM 1101 FENNEL SEED
PT-10 PAINT DUNN EDWARDS DEA 002 BLACK
SPECIALTIES
FRP-1 FIBER REINFORCED PLASTIC MARLITE OR EQ LOCAL RESOURCE P 199 / PEBBLED BRIGHT WHITE http://www.marlite.com/designer-wall-sy CLASS A READILY FRP PANELING ADHEARED TO WALL PROVIDE ALL REQUIRED EDGE AND SEAM MOLDINGS AS REQUIRED FOR COMPLETE INSTALLATION
stems-standard-frp.aspx AVAILABLE
FRP-2 FIBER REINFORCED PLASTIC MARLITE OR EQ LOCAL RESOURCE S 807/ SMOOTH BLACK http://www.marlite.com/designer-wall-sy CLASS A READILY FRP PANELING ADHEARED TO WALL PROVIDE ALL REQUIRED EDGE AND SEAM MOLDINGS AS REQUIRED FOR COMPLETE INSTALLATION
stems-standard-frp.aspx AVAILABLE
M-02 METAL - PERFORATED TBD LOCAL RESOURCE
M-03 ALUMINUM ANODIZED BLACK TBD LOCAL RESOURCE
SP-04 SOLID SURFACE - COUNTER DAKTON LOCAL RESOURCE TRILIUM TECT
SP-05 SOLID SURFACE - COUNTER DAKTON LOCAL RESOURCE ORIX
WOOD
WD-01 INTERIOR WOOD TABLETOP JASON HOOD / CCS BUTCHER BLOCK TABLE
WD-02 INTERIOR WOOD TABLETOP JASON HOOD / CCS BUTCHER BLOCK TABLE
WD-05 INTERIOR WOOD TRASH BIN JASON HOOD / CCS BUTCHER BLOCK TABLE
WD-06 SOLID CUMARU ARTISTRY HARDWOOD 1 X 6 SOLID CUMARU - CLEAR SATIN WALNUT FINISH, AT TV SCREEN WALL

F-1 CEILING FAN

FT-01

FT-02

PT-10

LT-1 HIGHBAY CANOPY LIGHT

ROOF STRUCTURE CANOPY WITH METAL

PT-09

T-2 & TT BRUCK SKYLINE LIGHT

SP-05

PT-07

L-2 GOOSE NECK LAMP

EX-03 CANOPY

PT-06

SP-04 WD-05 WD-01 WD-02

PT-05 PT-04 PT-03 PT-02 PT-01

COUNTER SEATING

GAS FIREPLACE

DINING CHAIR & TABLE LOUNGE CHAIR

PICNIC TABLE & BENCH WD-06 TV WOOD SCREEN WALL

WAITING BENCH PICNIC TABLE & BENCH

HIGH BARSTOOL

H1- OVERHANG HEATER FIREPLACE DINING TABLE FIREPLACE PATIO SEATING

tA
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Jack Varozza
Note
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RCP FIXTURE SCHEDULE

MARK COUNT MANUFACTURER MODEL DESCRIPTION LAMP
L1 24 ECOLED VL-FUSE-100W-100LED-30K-MV-120/277-BLK Crystal Lighting Eco LED Fuse Series 100w LED Highbay Unit LED 3000K; DIMMABLE
L2 21 BELLEVUE PATTON 10 GOOSE NECK LAMP A-21
T2 72 BRUCK BRUCK EXT-SKY-D-SW-10LM-27K-80-30D-24-BK |CATENARY 30° FLOOD DOWN CYLINDER WITH FROSTED 2-3/16" FROSTED TOP AND DIFFUSE BOTTOM GLOBE WITH MATT CHROME BEZEL IN BLACK FINISH. FOR INTEGRAL 2700K 780 LUMENS
GENERAL LIGHTING USE
TT 12 BRUCK CATENARY TWIN CABLE 24V WET LOCATION SYSTEM WITH MOUNTING HARDWARE AND 150W OR 240W REMOTE POWER SUPPLIES
L3 16 LBS LIGHTING MFDO08 COMMERCIAL OUTDOOR LED FLOOD LIGHT - DARK BRONZE 120/277 V LED 5000K
H1 20 BROMIC BH0110003-1 PLATINUM SMART - HEAT GAS
F1 10 BIG ASS FANS ES6 72", 6 BLADE FAN - BLACK

F1

—
—_

(X0
-

T2 T2 T2..T2 T2 T2
: 1o
=1
2| T2 T2 T2 T2 | .. H | H E1
~
® (@)L
12| T2 T2..T2 T2 |T2 -
72
il [@) 6
12| T2 T2..T2 T2 T2 S
T 1
L1 I
(® (@)L
12| T2 T2.-T2 T2 T2 !
4
T+ © = ©
T2 T2 T2 ‘T2 12 T2

L3 I THHT il L nl

L3

L3

m
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PARCEL SQUARE FEET CODE REQUIRED| PROVIDED|EV Capable|EV Chargers ACCESSIBLE BIKE (SHORT TERM) | BIKE (LON blt A

PARCEL1-HOTEL1 17,210 FLOOR SF, 122 ROOMS 1/ROOM 122 129 al 11 5REQ. 5 PROV. 7/ REQ. 7 PROV. TBD PER EMPLOYEES

PARCEL 2 - HOTEL 2 19,940 FLOOR SF, 126 ROOMS 1/ROOM 126 32 32 I | 5 REQ. 5 PROV. 7/ REQ. 7 PROV. TBD PER EMPLOYEES
PARCEL 3 - RESTAURANT 1 6,000 SF 1/100 SF 60 60 13 3 3 REQ. 3 PROV. 3 REQ. 3 PROV. TBD PER EMPLOYEES

PARCEL 4 - RESTAURANT 2 6,000 SF 1/100 SF 60 58 13 3 4 REQ. 4 PROV. 5REQ. 5PROV. TBD PER EMPLOYEES

PARCEL 5 - RESTAURANT 3 8,600 SF, 10 COURTS 1/100SF, 2 PER COURT| 106 138 17 4 AREQ.4PROV. | 7REQ.7PROV. | TBD PER EMPLOYEES
|
PARCEL 6 - EVENT SPACE 4,400 SF 1/100 SF 44 33 4 0 1REQ. 1PROV. | 1REQ.1PROV. | TBD PEREMPLOYEES

TOTAL INNOVATION & DESIGN

518 500 110 32 I 22 REQ. 22 PROV. | 30REQ. 30PROV. | TBD PER EMPLOYEES in ARCHITECTURE, Inc.
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Jack Varozza
Note
Understanding Planning doesnt want a  a square pond at the entry, engineering would like to see some sort of swale in-that would fit with landscaping lieu of using a device.
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APPLICABLE CODES

2022 CALIFORNIA BUILDING STANDARDS CODE, TITLE 24, PARTS 1-12, WITH
CITY OF ROSEVILLE AMENDMENTS. THE CITY OF ROSEVILLE HAS ADOPTED
AND ENFORCES THE FOLLOWING BUILDING DESIGN CODES:

2022 CALIFORNIA ADMINISTRATIVE CODE

2022 CALIFORNIA BUILDING CODE (CBC)

2022 CALIFORNIA HISTORICAL BUILDING CODE

2022 CALIFORNIA EXISTING BUILDING CODE

2022 CALIFORNIA GREEN BUILDING STANDARDS CODE
2022 CALIFORNIA MECHANICAL CODE

2022 CALIFORNIA PLUMBING CODE

2022 CALIFORNIA ELECTRICAL CODE

2022 CALIFORNIA ENERGY CODE

2022 CALIFORNIA FIRE CODE WITH CITY OF ROSEVILLE AMENDMENTS
ROSEVILLE MUNICIPAL CODE (RMC)

NOTE: THE CITY OF ROSEVILLE BUILDING DIVISION ENFORCES CBC
CHAPTERS 11A AND 11B FOR DISABLED ACCESS COMPLIANCE.

CONSTRUCTION NOTES

1.

10.

LOCAL CODES AND ORDINANCES: WORK SHALL CONFORM TO ALL LOCAL CODES,
ORDINANCES, AND REQUIREMENTS, INCLUDING FEDERAL ACCESSIBILITY GUIDELINES.
NOTHING IN THE CONTRACT DOCUMENTS SHALL BE CONSTRUED AS AN EXEMPTION TO
APPLICABLE CODES OR OTHER JURISDICTIONAL REQUIREMENTS.

UTILITIES: CONTACT COMMON GROUND ALLIANCE (C.G.A.) AT 811, AT LEAST TWO WORKING
DAYS IN ADVANCE OF WORK (PER CA GOV. CODE 4216). THE CONTRACTOR SHALL
PROTECT ALL EXISTING UTILITIES, WHETHER SHOWN OR NOT, AND SHALL PAY FOR ANY
REPAIRS REQUIRED DUE TO THE CONTRACTOR'S OPERATIONS AT NO ADDITIONAL
EXPENSE TO THE OWNER.

DISCREPANCIES: NOTIFY OWNER'S REPRESENTATIVE OF ANY VARIATIONS BETWEEN THE
CONTRACT DOCUMENTS AND FIELD CONDITIONS. DO NOT PROCEED WHERE
DIFFERENCES EXIST THAT WOULD AFFECT THE WORK. ALL ADJUSTMENTS DUE TO FIELD
CONDITIONS MUST BE APPROVED BY THE CITY'S REPRESENTATIVE PRIOR TO CONTINUING.

LAYOUT NOTES: THE WRITTEN DIMENSION SUPERCEDES SCALED OR GRAPHIC
DENOTATION. DIMENSIONS ARE BETWEEN PARALLEL OR PERPENDICULAR POINTS
UNLESS NOTED OTHERWISE. DIMENSIONS ARE TO CENTERLINE OR FACE OF MASONRY,
CONCRETE, OR FRAMING SUBSTRATE FINISH SURFACES, UNLESS NOTED OTHERWISE.

COORDINATION: CONTRACTOR SHALL COORDINATE WORK BETWEEN TRADES. ALL
REQUIRED SLEEVING SHALL BE COORDINATED WITH SITE WORK, INCLUDING OTHER
UNDERGROUND UTILITIES, CURBS, AND CONCRETE.

VERTICAL WORK: ALL VERTICAL CONSTRUCTION SHALL BE INSTALLED TRUE AND PLUMB.
ALL UNIT COURSING AND TOPS OF WALLS, FENCES, ETC. SHALL BE LEVEL UNLESS NOTED
OTHERWISE. ALL CURVES SHALL BE CONTINUOUS AND EVEN, WITH NO BREAKS OR
ANGLES AT POINTS OF TANGENCY OR FORMWORK JOINTING.

LEAD TIME: SPECIFIED MATERIALS MAY REQUIRE A SIGNIFICANT LEAD TIME. CONTRACTOR
IS SOLELY RESPONSIBLE TO LEAD TIMES AND TO PROVIDE SUBMITTALS, AND ORDER
MATERIAL, AND ENSURE DELIVERY TO THE JOB SITE TO ALLOW TIMELY PROGRESSION OF
WORK.

SUBSTITUTIONS: IF PROPOSED, SHALL BE SUBMITTED IN WRITING BY THE CONTRACTOR
TO THE OWNER AND LANDSCAPE ARCHITECT, AND SHALL DEMONSTRATE HOW MATERIAL
IS EQUAL OR BETTER TO ORIGINALLY SPECIFIED MATERIALS. ANY SUBSTITUTIONS NOT
APPROVED IN WRITING ARE SUBJECT TO REJECTION.

EXISTING WORK: WHERE NEW CONSTRUCTION ABUTS EXISTING WORK, ALL EXISTING
WORK SHALL BE PROTECTED. CONTRACTOR SHALL REPLACE ANY DAMAGED EXISTING
WORK AT NO ADDITIONAL EXPENSE TO THE OWNER. ALL NEW WORK WILL CONFORM TO
TO EXISTING WORK , INCLUDING FLATWORK JOINTS, ELEVATIONS, COLOR, AND FINISH.

SPECIFICATIONS: CITY OF ROSEVILLE SPECIFICATIONS ARE INTEGRAL TO THE CONTRACT
DOCUMENTS. IF A CONFLICT BETWEEN THE PLANS AND SPECIFICATIONS OCCURS, THE
MORE STRINGENT REQUIREMENT SHALL APPLY.

LANDSCAPE SUBMITTAL CHECKLIST

LAYOUT LEGEND

REFERENCED DETAIL NUMBER

DETAIL
CALLOUT

REFERENCED DETAIL SHEET
ADJ. ADJACENT PA PLANTING AREA
BOC BACK OF CURB PL PROPERTY LINE
BOW BACK OF WALK POB POINT OF BEGINNING
CJ CONSTRUCTION/COLD JOINT ROW RIGHT OF WAY
CL CENTERLINE S.AD. SEE ARCHITECTURE DRAWINGS
CLR CLEAR S.C.D. SEE CIVIL DRAWINGS
E.EX. EXISTING SIM SIMILAR TO
EJ EXPANSION JOINT SYM SYMMETRICAL
ILO IN LIEU OF TYP TYPICAL
MAX MAXIMUM T, TURF TURF AREA
MIN MINIMUM UNO UNLESS NOTED OTHERWISE
OH OVERHANG VIF VERIFY IN FIELD

PAVING LEGEND

PEDESTRIAN CONCRETE: CONCRETE PAVING IN
ENHANCED PEDESTRIAN PLAZA: INTEGRAL DAVIS
COLOR: SPANISH GOLD, WITH "TOPCAST #03" SURFACE
RETARDANT MANUFACTURED BY GRACE PRODUCTS.
SAWCUT SCORE JOINTS AS SHOWN PER PLAN.

DECOMPOSED GRANITE: 1/4" MINUS, GOLD OR LIGHT TAN

SYNTHETIC TURF: SYNTHETIC TURF PST NEWPORT 750Z MIN. FACE
WEIGHT. 1-1/2" MIN. THICK PILE. GREEN/OLIVE BLADES WITH
THATCHING. AVAILABLE FROM SITE ONE OR APPROVED EQUAL. INFILL
WITH HYDROCHILL COOLING INFILL.

OO ©

PROJECT INFORMATION:
DATE: OCTOBER 19, 2023

APPLICANT: ROACH + CAMPBELL LANDSCAPE ARCHITECTURE ON BEHALF OF:
LETAP GROUP

PROJECT CONTACT: AMBER LONSKI

EMAIL: AMBER@LETAPGROUP.COM

PHONE: 916-862-2105

ADDRESS: 4302 REDWOOD HIGHWAY STE 20 SAN RAFEL, CA 94903

PROJECT ADDRESS: 350 CONFERENCE CENTER DRIVE ROSEVILLE, CA 95678
TOTAL LANDSCAPE AREA: 920 SF

PROJECT TYPE: COMMERICAL

WATER SUPPLY TYPE: POTABLE WATER

CHECKLIST OF ALL DOCUMENTS INCLUDED:
M SOIL MANAGEMENT REPORT (REQUIRED BY CONTRACTOR)
M LANDSCAPE DESIGN PLAN
M IRRIGATION DESIGN PLAN
M GRADING DESIGN PLAN (SEE CIVIL DRAWINGS)

PROJECT CONTACTS: (SEE APPLICANT INFORMATION, ABOVE)

THIS PROJECT IS A PART OF A MASTER PLAN DEVELOPMENT, CONTRACTOR
SHALL COORDINATE IMPROVEMENTS WITH PLAN SETS FOR OTHER PHASES OR
AS DIRECTED BY OWNER

SEE SHEET L1.2 FOR
CONSTRUCTION DETAILS.
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Exhibit A

Roach &

SECTION 18" X #4 SMOOTH DOWEL, TOOLED CONTROL JOINT WITH 3/8" RADIUS EDGES. MIN. Campbell
?G(;FCE%%'E%S\%E ,LI\\IISA!IELJERRFA(-)FI\IS\OHL\IJ-!I:QFJ&COF SLEEVED OR GREASED ONE SIDE. 1/3 DEPTH OF SLAB. LOCATE PER PLAN, OR AS REQUIRED: g" P
STEEL EDGING, 1/4" NAILER BOARD AND STAPLE WITH 1" STAPLES EXPANSION JOINT WITH 3/8" RADIUS SPACING SHALL NOT EXCEED 24 TIMES SLAB DEPTH. 318" MAX = /-
THICK, MIN. 4" DEEP. EVERY 1" EDGES. LOCATE PER PLAN, OR AS
SECURE TO COMPOSITE 44 BAR. 12" DEEP AND SPACED AT REQUIRED TO NOT EXCEED 60' O.C. 172" IN TURF, |_—— EXPANSION JOINT, TYP.
NAILER W/ SELF-TAPPING 100, #3 BARS AT 18" 0.C.EW., SUPPORT LR PAVING AND REINFORCEMENT PER
SCREWSATIE"0.C. —— SYNTHETIC TURF AND INFILL AS SPECIFIED EVENLYTOREST IN CENTER OF SLAB AREAS DRAWINGS AND SPECIFICATIONS
ADJACENT N
o a
SURFACE PER MANUF. T 3/8" MAX CLRj’ ’ j
- i " j\/ NN N C/ = %
; i = ¥ [ =T
% ‘H@EQZ%QVO%O = 4 |A—§§ éﬁj—a-— NSt KEYWAY, 4 g I
) MIN.
] 2/ \DHSOTSOSOHS i v " :
ﬁ:\\\ = e 5 e e %@Qﬁ%{%@% /C%%:%%%QUC%UQ {%@@% g 2 |
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘:—‘ ‘ ‘—‘ ‘ ‘ ‘ ‘ — SOSOTOTOT OOQC QC . 947 Enterprise, Loft B
] | = %%%%% %%% %%%% Sacramento,
*T O A A U A S 7N TR T T 4 A i i
fiEsijE=gEsy i i Clfori 522
== \ | \*\ | F —]] \ = < e T 1P
] JY L 0 4409 CRLA 5044
=l = H\\ =l HI=E == .
’ — — : |
\\“‘\\\“‘\\\“‘\\\ ﬁ ‘\\\‘ %‘\\\“‘\\\“‘\\\“" g(
A <
SUBGRADE: SCARIFY TOP 6", MOISTURE — CLASS Il PERMEABLE
CONDITION, AND COMPACT TO 95%  AGGREGATE BASE COMPACTED
RELATIVE DENSITY. TO 95% RELATIVE DENSITY
NOTES: UNDER SYNTHETIC TURF BITUMINOUS PRE-FORMED EXPANSION JOINT FILLER CLASS Il AGGREGATE BASE
1 SESE%ENS INSTALLED TO ORIENT ‘GRAIN' IN THE SAME CHOKER LAYER COMPACTED TO COMPACTED TO 95% RELATIVE DENSITY
. 0,
2. MINIMIZE JOINTS AND CUTTING. 9% RELATIVE DENSITY. SUBGRADE, PREPARE PER GEOTECHNICAL $$'PLD'NG FOOTING, EI'DCKTEEE?LS:%%ES
3. ALL JOINTS TO BE FULLY HIDDEN BY TURF. REPORT. :
4. INSTALL INFILL AT RATE AS RECOMMENDED MY NOTES NOTES
MANUFACTURER. A. PAVEMENT DEPTHS AND REQUIREMENTS HEREIN ARE SUPERCEDED BY THE PROJECT GEOTECHINICAL REPORT AND A. PAVEMENT DEPTHS AND REQUIREMENTS HEREIN ARE SUPERCEDED BY THE PROJECT GEOTECHINICAL REPORT AND
RECOMMENDATIONS, IF EXISTING. RECOMMENDATIONS.
{ | SYNTHETIC TURF o | CONCRETE PAVING (PEDESTRIAN) 3 | CONCRETE PAVING AT BUILDINGS (PEDESTRIAN)
| 1= 06" SECTION | 17=06" SECTION | 1"=03" SECTION
Sign%w
Renewal Date:
/ S TYP. 7 CRIMP ROPES AT END POSTS. ,
ADJACENT TURF, STEEL HEADER, ADJACENT HARDSCAPE, OR PROMANILA 3/4" CRIMP HARDWARE SHALL BE DATE SIGNED: 10/20/23
PLANTER AREA, OR OTHER EDGING PER PLANS (ALL SIDES) POLYPROPYLENE ROPE, HANG N N ALUMINUM. RECOMMENDED BY
OTHER SURFACPELE’\EE / PER PLAN EASE ALL (1) #4 BAR, TAUGHT BUT NOT STRETCHED MANUFACTURER FOR EXTERIOR e
EDGES 1/4" CONT., AT BETWEEN BOLLARDS USE, PREVENT PULL THROUGH OF : .
7 — BRI o
’ ' 1" MIN. IN 7 -
SEE NOTES 1.0% TO DRAIN
i . ADJACENT 6" PLANTER J/
R R - SURFACE AREAS RUN ROPE BEHIND ORIENT BOLLARDS SO EYE HOOKS
B s e N BOLLARDS BETWEEN EYE ALIGN WITH DIRECTION OF ROPE
V%§@§@§@§@§@§@§@§@§@§@§@C ﬁ \ <L HOOKS ON LINE-BOLLARDS. L R E
?v) 'a Y A
%ﬁ@éoéﬁbm@ e r é é =i r é éc N ~ |4 ;jﬂ . T BOLLARD, SEE LAYOUT LEGEND & CO
_ 4
/
I=qlE=[] H\ H H\ H\ H\ :
o
=] M x =, H SIS u e o
T T T > s | Vs
SUBGRADE: SCARIFY, MOISTURE CONDITION CLASS Il AGGREGATE BASE, T
AND COMPACT TO 92% RELATIVE DENSITY COMPACTED TO 95% RELATIVE DENSITY 7
pa
<7 Vi A
CONCRETE FOOTING
4 =
NOTES % 4 A
A. PAVEMENT DEPTHS AND REQUIREMENTS HEREIN ARE SUPERCEDED BY THE PROJECT GEOTECHNICAL REPORT AND 4
RECOMMENDATIONS, IF EXISTING. SUBGRADE: SCARIFY TOP 6", MOISTURE 5 < LANDSCAPE
B. DECOMPOSED GRANITE FINES SHALL BE 1/4" MINUS, GOLD OR LIGHT TAN COLOR. SUBMIT SAMPLE PRIOR TO ORDERING. CONDITION, AND COMPACT TO 90% =
APPROVED SOURCES: RELATIVE DENSITY. N z < IMPROVEMENT
CL SMITH TRUCKING, WOODLAND 4
CASCADE ROCK, SACRAMENTO (TAN/RUST COLOR) i PLANS FOR
HASTIES CAPITAL SAND AND GRAVEL, SACRAMENTO/ROSEVILLE (GOLD AND TAN, "PREMIUM) N NOTES: BOLLARD SHALL BE STEEL
C. STABILIZER SHALL BE A PSYLIUM BASED PRODUCT PRE-MIXED WITH DECOMPOSED GRANITE FINES PER NOTES q , ) WITH INTEGRAL EYE HOOKS,
MANUFACTURER'S RECOMMENDATIONS. APPROVED PRODUCTS: POWDER-COATED BLACK. VICTOR
1 STABILIZER BY STABILIZER SOLUTIONS, 800.336.2468 A. FINISH: REFER TO PAVING LEGEND. LIGHT BROOM, PERPENDICULAR TO DIRECTION OF BAND U.N.O. = — STANLEY BKR-36 OR APPROVED Ro s EVI L L E
2. NATRACIL BY GAIL MATERIALS, 951.667.6106 B. COLOR: REFER TO PAVING LEGEND. STANDARD GRAY U.N.0. . < EQUAL. AVAILABLE THROUGH
3. ORGANIC.LOCK BY ENVIROBOND, 865.636.8476 C. SCORE JOINTS PER PLAN AND AS REQUIRED FOR MAXIMUM SPACING OF 10' O.C. L 10" L SARAH KWON 301.832.7757 J U N CT I O N
4 | DECOMPOSED GRANITE (PEDESTRIAN) 5 |FLUSH CONCRETE BAND 6 |BOLLARD AND ROPE BARRIER
| 1"=06" SECTION 1"= 06" SECTION 1"=1%0" SECTION
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IRRIGATION LEGEND

SYMBOL
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025 050

SYMBOL

1

SYMBOL

%

EXTEND (4) CONTROL WIRES,
(1) FLOW SENSOR WIRE, (1)
COMMON WIRE, AND (2) SPARE
WIRES FROM POC TO REMOTE
CONTROL VALVES

MANUFACTURER/MODEL/DESCRIPTION

BUBBLER ON FLEX RISER

BUBBLER, HUNTER PCB-50. INSTALL ON PREMANUFACTURED FLEXIBLE
RISER, HUNTER IH-RISER OR EQUAL, WITH SCREEN-CV (INTEGRAL

CHECK VALVE) OPTION.
ROOT ZONE WATERER

(2) ROOT ZONE WATERERS PER TREE/18" LONG WITH .5GPM BUBBLER
AND SWING JOINT CONNECTION TO PIPE. HUNTER RZWS-18.

MANUFACTURER/MODEL/DESCRIPTION

DRIP CONTROL ZONE, LOW FLOW

HUNTER ICZ-101-25-LF-R, DRIP CONTROL ZONE KIT. 1" ICV GLOBE
VALVE WITH 1" HY100 FILTER SYSTEM. PRESSURE REGULATION: 25PSlI.
FLOW RANGE: .5 GPM TO 15 GPM. 150 MESH STAINLESS STEEL

SCREEN.
AUTOMATIC FLUSH VALVE

HUNTER AFV REMOVABLE TOP FOR DIAPHRAGM MAINTENANCE.

AREA TO RECEIVE DRIPLINE
DRIPLINE AT POTS

HUNTER ECO-WRAP 0.6GPH FLEECE WRAPPED INLINE EMITTER
TUBING, EMITTERS AT 12" O.C. DRIPLINE LATERALS SPACED AT 12"
APART, WITH EMITTERS OFFSET FOR TRIANGULAR PATTERN. WITH

PLD-LOC FITTING.

AREA TO RECEIVE DRIPLINE
SUBSURFACE DRIPLINE

HDL-06-12-CV SUBSURFACE: HUNTER DRIPLINE WITH 0.6 GPH FLOW.
LIGHT BROWN TUBING. EMITTERS AT 12" O.C. DRIPLINE LATERALS
SPACED AT 12" APART, WITH EMITTERS OFFSET FOR TRIANGULAR
PATTERN. INSTALL WITH HUNTER PLD BARBED OR PLD-LOC FITTINGS.

INSTALL 4-6" BELOW GRADE.

MANUFACTURER/MODEL/DESCRIPTION

REMOTE CONTROL VALVE

HUNTER ICV-G: 1", 1-1/2", 2", AND 3" PLASTIC ELECTRIC REMOTE
CONTROL VALVES, GLOBE CONFIGURATION, WITH NPT THREADED
INLET/OUTLET, FOR COMMERCIAL/MUNICIPAL USE. SEE NOTES FOR

DECODER AND WIRING.
QUICK COUPLER

HUNTER HQ-44LRC, RED BRASS AND STAINLESS STEEL, WITH 1" NPT

INLET, 2-PIECE BODY, LOCKING YELLOW TOP.
SHUT-OFF VALVE

NIBCO T-113: CLASS 125 BRONZE GATE SHUT OFF VALVE WITH WHEEL
HANDLE, SAME SIZE AS MAINLINE PIPE DIAMETER AT VALVE LOCATION.

SIZE RANGE - 1/4" - 3"
EXISTING CONTROLLER

FLOW METER

HUNTER HC-100-FLOW 1IN. FOR USE WITH HYDRAWISE ENABLED
CONTROLLER TO MONITOR FLOW AND PROVIDE SYSTEM ALERTS.
ALSO FUNCTIONS AS STAND ALONE FLOW TOTALIZER/SUB METER.

POINT OF CONNECTION 1 1/2"

CONNECT TO EXISTING 1.5" MAINLINE STUBUP

IRRIGATION LATERAL LINE: PVC SCHEDULE 40

PVC 1120 SCH. 40, MIN. DIAMETER 3/4", SOLVENT WELD UP TO 2"

IRRIGATION MAINLINE: VARIES

PVC 1120 SCH. 40. MIN. DIAMETER 1", AND UP TO 1.5" CLASS 315 2" AND

OVER. SOLVENT WELD UP TO 3".
PIPE SLEEVE: PVC 1120 SCHEDULE 40

DIAMETER: 2X PIPE OR ITEM BEING SLEEVED. EXTEND 12" MINIMUM
BEYOND EDGES OF HARDSCAPE ABOVE. SEPARATE SLEEVES FOR
EACH LINE OR ITEM TO BE SLEEVED. PROVIDE ADDITIONAL SLEEVE
FOR CONTROL WIRING, 2" DIA. MIN. AT ALL MAINLINE SLEEVE

LOCATIONS.

Valve Callout

Valve Number

/ # l\# &—————————— Valve Flow

N

Valve Size

QTY

20

(o]

QTY

N

774 LF.

786 L.F.

QTY

N

=N

1

651.7 L.F.

776 L.F.

311LF.

PSI

30

30

GENERAL IRRIGATION NOTES

1.

10.

1.

12.

13.

14.

15.

16.

SITE ACCEPTANCE: THE CONTRACTOR SHALL OBSERVE THE SITE AND VERIFY THAT
ROUGH GRADING AND ALL OTHER WORK HAS BEEN COMPLETED TO THE CONTRACTOR'S
SATISFACTION. ANY PREVIOUS WORK THAT IS NOT COMPLETE SHALL BE BROUGHT TO
THE OWNER'S OR LANDSCAPE ARCHITECT'S ATTENTION IN WRITING. BEGINNING WORK
CONSTITUTES ACCEPTANCE OF THE SITE.

UNDERGROUND UTILITIES: THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES
PRIOR TO BEGINNING WORK. CALL C.G.A. (811) TO LOCATE EXISTING UTILITIES. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR OR REPLACEMENT OF ANY
DAMAGED UTILITIES, TO THE SATISFACTORY OF THE OWNER AND GOVERNING AGENCY AT
NO COST TO THE OWNER OR INCREASE IN BID AMOUNT.

QUANTITIES: (IF SHOWN) ARE FOR CONTRACTOR'S CONVENIENCE ONLY, AND SHALL NOT
RELIEVE THE CONTRACTOR OF THE OBLIGATION TO INSTALL A COMPLETE AND
FUNCTIONAL IRRIGATION SYSTEM, WITH EVEN AND HEAD-TO-HEAD COVERAGE OF ALL
IRRIGATED AREAS, UNLESS SPECIFICALLY NOTED OTHERWISE.

EXPLANATION OF DRAWINGS: THESE PLANS ARE DIAGRAMMATIC IN NATURE, AND ARE NOT
INTENDED TO SHOW EVERY FITTING OR EXACT PIPING LAYOUT. IN MANY CASES, THE
MAINLINE AND LATERALS ARE SHOWN IN WALKWAYS OR PAVED AREAS. IRRIGATION
EQUIPMENT AND PIPING SHALL BE INSTALLED IN PLANTED AREAS ONLY, UNLESS
SPECIFICALLY NOTED OTHERWISE. MAINLINE SHALL BE INSTALLED AS CLOSELY AS
POSSIBLE TO BACK OF WALK OR CURB, BUT IN NO CASE GREATER THAN 18" AWAY.
IRRIGATION DETAILS ARE CONSIDERED TYPICAL AND ALL WORK SHALL CONFORM TO
THESE DETAILS.

FIELD CONDITIONS: THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL FIELD
CONDITIONS. DO NOT WILLFULLY INSTALL THE IRRIGATION SYSTEM AS SHOWN WHEN
EXISTING WORK, OBSTRUCTIONS, SITE CONDITIONS, GRADE DIFFERENCES, OR OTHER
ASPECTS ARE APPARENT IN THE FIELD THAT AFFECT INSTALLATION OF THE IRRIGATION
SYSTEM. IN THE EVENT THAT DISCREPANCIES ARE FOUND, INFORM THE OWNER'S
REPRESENTATIVE AND LANDSCAPE ARCHITECT IN WRITING. IF WRITTEN NOTICE IS NOT
RECEIVED, THE CONTRACTOR ASSUMES ALL LIABILITY FOR THE IRRIGATION SYSTEM,
INCLUDING ANY RE-DESIGN OR RE-WORK THAT MAY BE REQUIRED.

FIELD ADJUSTMENTS: ARE REQUIRED TO OBTAIN OPTIMUM EFFICIENCY. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR MAKING ADJUSTMENTS AS REQUIRED TO MINIMIZE OR
ELIMINATE OVERSPRAY AND RUNOFF, AND TO MAXIMIZE DISTRIBUTION UNIFORMITY.
ADJUSTMENTS INCLUDE BUT ARE NOT LIMITED TO: NOZZLE SELECTION, INSTALLATION OF
IN-LINE OR IN-HEAD CHECK VALVES TO ELIMINATE LOW-HEAD DRAINAGE AND PONDING,
AND ADJUSTMENT OF HEAD SPACING OR HEAD LAYOUT TO ACCOMMODATE IN-FIELD
OBSTRUCTIONS OR CONDITIONS.

POINT OF CONNECTION: AT THE LOCATION SHOWN ON THE PLANS. THE CONTRACTOR
SHALL INSTALL 1" SIZE HC-FLOW METER. THE CONTRACTOR SHALL VERIFY A MINIMUM OF
55 PSI (STATIC) AND A MINIMUM FLOW OF 15 GPM IS AVAILABLE AT THE POINT OF
CONNECTION. IN THE EVENT THIS PRESSURE IS NOT AVAILABLE, IMMEDIATELY INFORM
THE OWNER'S REPRESENTATIVE AND LANDSCAPE ARCHITECT IN WRITING. IF WRITTEN
NOTICE IS NOT RECEIVED, THE CONTRACTOR ASSUMES ALL LIABILITY FOR THE IRRIGATION
SYSTEM DESIGN, INCLUDING ANY RE-DESIGN OR RE-WORK THAT MAY BE REQUIRED.

NEW MATERIALS: ALL EQUIPMENT AND PIPING SHALL BE NEW. CONFORM TO ALL
MANUFACTURER'S HANDLING AND INSTALLATION REQUIREMENTS.

PIPE SIZING: PIPE SIZES AS SHOWN ON PLAN INCLUDE THE LARGEST PIPE DIAMETER IN
EACH ZONE, AND THEN PIPE DIAMETER AT REDUCTIONS ONLY. IF NO PIPE SIZE IS SHOWN,
PIPE SHALL BE THE SAME DIAMETER AS THE NEXT UPSTREAM SIZE LABELED. SMALLEST
PIPE SIZE IS 3/4". IN NO CASE SHALL THE VELOCITY OF WATER THROUGH IRRIGATION
LATERALS EXCEED 5 FPS UNLESS SPECIFICALLY NOTED OTHERWISE.

IRRIGATION SCHEDULE: IS PROVIDED AS A GUIDELINE ONLY. THE CONTRACTOR SHALL

OBSERVE EXISTING AND INSTALLED CONDITIONS, AND SHALL ADJUST THE CONTROLLER
SCHEDULE ACCORDING TO ACTUAL FIELD CONDITIONS, USING THE PROVIDED SCHEDULE
AS A BASELINE. THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL PLANTED
AREAS RECEIVE ADEQUATE MOISTURE, WITHOUT OVERWATERING. THIS INCLUDES
MANUAL WATERING AS REQUIRED. DEPENDING ON SEASON, CONTRACTOR MAY
ANTICIPATE ADJUSTING IRRIGATION SCHEDULE BY UP TO 50% DURING PLANT
ESTABLISHMENT PERIOD. ALL OVERHEAD IRRIGATION SHALL BE SCHEDULED BETWEEN
THE HOURS OF 8PM AND 10AM (OR AS PER LOCAL REQUIREMENTS).

CONTROLLER: CONTRACTOR SHALL CONNECT TO EXISTING CONTROLLER "A".

CONTROL WIRING: THE CONTRACTOR SHALL INSTALL A MINIMUM OF TWO SPARE WIRES,
AND ADDITIONAL PILOT WIRES EQUAL TO THE NUMBER OF UN-USED STATIONS ON THE
CONTROLLER, TO THE FURTHEST EXTENT(S) OF THE MAINLINE. LEAVE 24" OF COILED
"PIGTAIL" IN THE CONTROLLER ENCLOSURE AND AT THE END OF THE MAINLINE, AND LABEL
"SPARE." CONTROL WIRING SHALL BE MINIMUM 14 AMERICAN WIRE GAUGE (AWG).
COMMON WIRE INSULATION SHALL BE WHITE, SPARE WIRES SHALL BE YELLOW, AND PILOT
(CONTROL) WIRES SHALL BE RED, MASTER VALVE PILOT WIRES SHALL BE BLACK, SENSOR
WIRES SHALL BE BLUE, AND TRACER WIRE SHALL BE GREEN. WIRE RUNS UNDER PAVING
SHALL BE INSTALLED IN SCH. 80 PVC UL LISTED ELECTRICAL CONDUIT WITHIN SLEEVES.

WARRANTY: ALL WORK SHALL BE WARRANTIED FROM ONE YEAR OF THE DATE OF
SUBSTANTIAL COMPLETION. PRIOR TO ACCEPTANCE, PROVIDE A GUARANTEE STATING
THE PROJECT NAME, PROJECT LOCATION, DATE OF SUBSTANTIAL COMPLETION,
INSTALLING CONTRACTOR'S NAME, CONTACT INFORMATION (PHONE, ADDRESS, EMAIL)
AND LICENSE NUMBER ON COMPANY LETTERHEAD.

THREADED CONNECTIONS: ALL PLASTIC THREADED CONNECTIONS EXCEPT MARLEX
SHALL RECEIVE THREE WRAPS "EXTRA HEAVY" OR "FULL DENSITY" TEFLON OR PTFE TAPE
PRIOR TO ASSEMBLY. PLASTIC MALE THREADED ADAPTORS SHALL NOT BE USED AND
WILL BE REJECTED, EXCEPT WHEN MAKING CONNECTION TO METAL: ALL THREADED
CONNECTIONS TO METAL PIPE SHALL USE PLASTIC MALE THREADS TO FEMALE METAL
THREADS.

SLEEVES: ALL PIPING UNDER PAVED AREAS TO BE RUN IN PVC SCH. 40 SLEEVES AT LEAST
TWICE THE DIAMETER OF THE PIPE BEING SLEEVED. ALL CONTROL WIRING UNDER PAVED
AREAS TO BE RUN IN A SEPARATE SLEEVE, SIZED TO FACILITATE PULLING WIRE BUNDLE.
SLEEVES TO EXTEND A MINIMUM OF 18" BEYOND PAVEMENT.

LONG TERM MAINTENANCE: ALL WORK WITHIN THE RIGHT OF WAY OR TO BE MAINTAINED

BY THE LOCAL AGENCY SHALL BE INSTALLED PER THE LATEST EDITION OF THE AGENCY
CONSTRUCTION STANDARDS, AND ALL OTHER AGENCY REQUIREMENTS.

SEE SHEET L2.2 FOR IRRIGATION
DETAILS AND SCHEDULE
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CONTRACTOR SHALL INVESTIGATE AND FIELD VERIFY ALL EXISTING IRRIGATION
EQUIPMENT AND MATERIALS TO FAMILIARIZE THEMSELVES WITH THE EXISTING
CONDITIONS.

CONTRACTOR SHALL FIELD VERIFY SIZE AND LOCATION OF EXISTING MAINLINE ON
SITE.

CONTRACTOR SHALL VERIFY OPEN STATION COUNT ON THE EXISTING CONTROLLER
TO CONFIRM THE ABILITY TO ADD VALVE STATIONS IF REQUIRED.

PRIOR TO DEMOLITION, CONTRACTOR SHALL RUN IRRIGATION SYSTEM TO DETERMINE
EACH EXISTING VALVE OPERATION ZONE, IDENTIFY BREAKS, AND COVERAGE ISSUES
TO ASSESS EXISTING SYSTEM.

ONCE EXISTING SYSTEM HAS BEEN FIELD VERIFIED, CONTRACTOR SHALL BE
RESPONSIBLE TO NOTIFY OWNER AND LANDSCAPE ARCHITECT IN WRITING OF ANY
FINDINGS OR CONCERNS WITH EXISTING SYSTEM.

CONTRACTOR SHALL INSTALL NEW POINT SOURCE DRIP SYSTEMS TO ALL NEW TREES
AND SHRUB AREAS AS SHOWN ON THE LANDSCAPE PLAN.

NEW VALVES SHALL BE LOCATED WITHIN PLANTING AREAS.

REFER TO IRRIGATION EQUIPMENT LEGEND FOR ALL NEW VALVES, DRIP EMITTERS
AND TUBING.

IRRIGATION AUDIT REQ'T

1.

1.1.

1.2.

1.3.

CONTRACTOR SHALL OBTAIN IRRIGATION AUDIT, IRRIGATION SURVEY, AND IRRIGATION
WATER USE ANALYSIS, PER THE CITY OF ROSEVILLE WATER EFFICIENT LANDSCAPE
ORDINANCE (WELO), SECTION 14.18.080

ALL LANDSCAPE IRRIGATION AUDITS SHALL BE CONDUCTED BY A THIRD PARTY
CERTIFIED LANDSCAPE IRRIGATION AUDITOR. LANDSCAPE AUDITS SHALL NOT BE
CONDUCTED BY THE PERSON WHO DESIGNED THE LANDSCAPE OR INSTALLED THE
LANDSCAPE.

IN LARGE PROJECTS OR PROJECTS WITH MULTIPLE LANDSCAPE INSTALLATIONS (I.E.
PRODUCTION HOME DEVELOPMENTS) AN AUDITING RATE OF 1IN 7 LOTS OR
APPROXIMATELY 15% OF THE PROJECTS IRRIGATION VALVES SHALL SATISFY THIS
REQUIREMENT.

FOR NEW CONSTRUCTION AND REHABILITATED LANDSCAPE PROJECTS INSTALLED
AFTER DECEMBER 1, 2015, AS DESCRIBED IN SECTION 14.18.030.

THE PROJECT APPLICANT SHALL SUBMIT AN IRRIGATION AUDIT REPORT WITH THE
CERTIFICATE OF COMPLETION TO THE LOCAL AGENCY THAT MAY INCLUDE, BUT IS NOT
LIMITED TO: INSPECTION, SYSTEM TUNE UP, SYSTEM TEST DISTRIBUTION UNIFORMITY,
REPORTING OVERSPRAY OR RUN OFF THAT CAUSES OVERLAND FLOW, AND PREPARATION
OF AN IRRIGATION SCHEDULE, INCLUDING CONFIGURING IRRIGATION CONTROLLERS WITH
APPLICATION RATE, SOIL TYPES, PLANT FACTORS, SLOPE, EXPOSURE AND ANY OTHER
FACTORS NECESSARY FOR ACCURATE PROGRAMING; (ENVIRONMENTAL UTILITIES-WELO)

IRRIGATION KEYNOTES

®
©)

®

LOCATE POINT-OF-CONNECTION IN FIELD. EQUIPMENT SHALL BE INSTALLED IN
PLANTER AREA, SCREENED FROM VIEW. VERIFY LOCATION OF EQUIPMENT IN FIELD
WITH OWNER'S REPRESENTATIVE.

COORDINATE WITH OTHER TRADES FOR ALL SLEEVING, ETC. IRRIGATION CONTROL
WIRING SHALL BE SLEEVED (SEPARATELY FROM IRRIGATION PIPING) WHEN UNDER
PAVING.

PIPING/EQUIPMENT SHOWN OUTSIDE OF LIMIT OF WORK FOR PLAN CLARITY ONLY.
LOCATE IN LIMIT OF WORK IN PLANTER AREA. REFER TO PLANTING PLAN.

I HAVE COMPLIED WITH THE CRITERIA OF THE MODEL
WATER EFFICIENT LANDSCAPE ORDINANCE (MWELO)
AND APPLIED THEM FOR THE EFFICIENT USE OF

WATER IN THE LANDSCAPE AND IRRIGATION DESIGN
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SECTION IN PLANTED AREAS
WIDTH AS

FINISH
GRADE

LATERAL

MAINLINE

PLAN

TAPE AND BUNDLE
CONTROL WIRING
AT 10' MAX.
INTERVALS AND
AT JOINTS

SNAKE PIPE IN
TRENCHES

2" DEPTH CLEAN BACKFILL ON AN EVEN,
ROCK AND CLOD FREE SURFACE

CONTROL
WIRING

SECTION IN PAVED AREAS

NOTES

1.

| IRRIGATION TRENCHING

FINISH REDUCE SUBMAIN SIZE TO 1" FROM SUBMAIN, SIZED SO FLOW
K GRADE LAST ICV TO QUICK COUPLER DOES NOT EXCEED 5FPS
N— SHUTOFF VALVE UPSTREAM
OF VALVE GROUP
- - - - 12" 12" ﬁ, 12ll
S L L T <
EIEIEE
P =L
LATERAL R R > > %
IN SLEEVE o o
MAINLINE CONTROL ) ]
IN SLEEVE WIRING IN F .
CONDUIT s L el i -]
2" MIN. SAND BEDDING EXTENDING AT & oo e T e e ] |
LEAST 2" BELOW AND 4" ABOVE SLEEVES J X L=
N —

INSTALL 24-VOLT CONTROL WIRING ADJACENT TO
PRESSURE MAINLINE, MAX. 3-INCHES TO THE SIDE OF
MAINLINE.

PROVIDE 36" EXPANSION COIL IN WIRE BUNDLES AT ALL
CHANGES IN DIRECTION (45°,90°, CORNERS, ETC.) & AT
100' O.C.

PVC PIPE SHALL NOT BE BENT INSIDE TRENCH TO A
POINT WHERE THERE IS STRESS ON GLUED FITTINGS.
NO STACKING OF PIPES ALLOWED, OR MORE THAN
THREE PIPES IN CONJOINED TRENCHES. S
COMPACT TRENCHES TO 85% IN PLANTED AREAS, 95%

IN PAVED AREAS. SETTLEMENT SHALL BE EVIDENCE OF
INSUFFICIENT COMPACTION AND SHALL BE REPAIRED

AT NO ADDITIONAL COST TO OWNER.

MAINLINE X Z EDGE OF CURB, WALK, HEADER, ETC.
NOTES:
1. EACHREMOTE CONTROL VALVE SHALL BE INSTALLED IN A SEPARATE VALVE BOX ACCORDING TO THE IRRIGATION
SPECS AND BOXES SHALL BE CENTERED OVER VALVES.
INSTALL ONE GATE VALVE AHEAD OF A GROUP OF REMOTE CONTROL VALVES IN A SEPARATE ROUND VALVE BOX.
INSTALL ONE GATE VALVE AHEAD OF A SINGLE RCV IN THE SAME RECTANGULAR VALVE BOX.
SET BOXES IN GROUNDCOVER/SHRUB AREA WHERE POSSIBLE AND SET BOXES PARALLEL TO EACH OTHER AND
PERPENDICULAR TO EDGE OF HARDSCAPE.
HEAT-BRAND ALL VALVE BOXES WITH TYPE (FS: FLOW SENSOR, ICV: IRRIGATION REMOTE CONTROL VALVE, MV:
MASTER VALVE, QC: QUICK COUPLER, SO: SHUTOFF VALVE), AND VALVE NUMBER (EXAMPLE: A-5), MIN. 2" HIGH
LETTERS.
LOCATE QUICK COUPLING VALVES AT THE END OF SUBMAIN.

PN

| VALVE BOX LAYOUT

1

2

| NO SCALE

| NO'SCALE
g
a7
gl
I
7
LIGHTWEIGHT —4
POTTING [}
7\
MIX \\
112" ACTIVATED \\
CHARCOAL 1
3/4"- ANGULAR a
ORCRUSHED ]
DRANROCK {7}
\_ SN d
NN COCOCOTUCHO
> ) 00050,
d N ZOIFOSZ ST
) —

AS NOTED PLAN
PLANTER POT, SEE LEGEND
> (SHAPE AND SIZE VARIES) SECTION BUBBLER OR EMITTER PER IRRIGATION
g SUBSURFACE IN-LINE DRIP - LEGEND
TUBING, SEE LEGEND N
5 7N | |
lﬂ é 90° EL, FTP X SLIP WITH /
% ADAPTORS AS REQUIRED FINISH GRADE |
,,’ FILTER FABRIC, FOLD OVER AT PRIOR TO MULCH PREMANUFACTURED
) I g TOP AND OVERLAP AT JOINTS 6" PLAN - DEEP ROOT
u ﬂ DRAINAGE HOLE, 2" @ ( ( WATERING SYSTEM
l/ SEAL HOLE WITH SILICONE ) ) EEEE'EE'GAT'ON
? SEALANT
; | MARLEXFPT XBARB
/ LEVELING SHIMS (4) - EL
N J/ CONCRETE FOOTING, SLOPE THICK WALL
gfj 1/4" IN 12" TOWARD DRAIN POLYETHYLENE
< / MULCH (PE) SWING JOINT

>

J

CANOPY

ROOTBALL

WATERING TUBES PLACED
ADJACENT TO ROOTBALL

LATERAL LINE MARLEX MPT X

qﬁl T
\ FINISH GRADE

A
>

MANUFACTURER.

AROUND TREE AS NECESSARY.

11

B. LENGTH OF LONGEST DRIPLINE LATERAL SHOULD NOT EXCEED THE MAXIMUM LENGTH RECOMMENDED BY THE

C. PLACE TIE DOWN STAKES EVERY THREE FEET IN SAND, FOUR FEET IN LOAM, AND FIVE FEET IN CLAY.
D. INSTALL SEPARATE TREE BUBBLER SYSTEM AS INDICATED ON PLAN. USE DRIPLINE FITTINGS TO ROUTE DRIPLINE E

| SUBSURFACE DRIPLINE: TREES W/ BUBBLERS

- . NOTES BARB EL.
kb: ﬁD“é E%%hé'f SEASFE’EBQLC% A INSTALL (2) DEEP-ROOT WATERING TUBES PER TEE. OUTLET
\j\ TREE. INSTALL EACH AT SAME ELEVATION, AND SIDEWAYS
— IRRIGATION LATERAL IF ON SLOPE, UPSTREAM OF ROOTBALL.
3" @ DRAIN LINE, CONNECT
PER PLAN TO SITE DRAINAGE SYSTEM
6 |PLANTED POT 7 |DEEP ROOT WATERING BUBBLER
| 1"=0-6" SECTION | NO SCALE AS NOTED
FLUSH VALVE AT LOW AIR RELIEF VALVE, SEE 1/2 LINE SPACING
| — — — — . POINT ON HEADER, VERIFY NOTES
i el el el L LOCATION IN FIELD. \/\ { T
PVC HEADER BELOW | | |
GRADE | oY ' |
| \/ |
| | |
SEPARATE —H o = = ™~ | l/AR ) I |
TREE ] — DRIPLINE AT SPACING \ N4 \
BUBBLERS \i \ SPECIFIED ON PLAN | e |
—
\ ‘ I MJ; \
ROOTBALL —— | __ NS \ | T I |
i | -
| . i - DRIPLINE
( \ > INSTALL DRIPLINE | by fII I _~" CONNECTION TO
/ HEADERS AT TREE TO | I Pre LATERAL BELOW
\ AVOID ROOTBALL AND L H I P GRADE, TYP.
B L N 4 SEPARATE IRRIGATION [ < L 1T [N - \
1 I AN — Jp I SYSTEM. | I < PERIMETER OF IRRIGATED
\/ | AREA
T — GALV. WIRE STAKES < = | F—-
" / : b i P TEE TO CONNECT ADJACENT LINES.
- - | L\ PERNOTES | I ~ STAKE MIN. TWO SIDES.
————— BARBED FITTINGS, Y = P ENSURE TOTAL LENGTH OF ATTACHED LINES DOES
TYPICAL. | \v s NOT EXCEED MANUFACTURER'S MAXIMUM LENGTH.
NOTES
NOTES A.  DISTANCE BETWEEN LATERAL ROWS AND EMITTER SPACING PER IRRIGATION LEGEND OR SCHEDULE.
NOTES B. LENGTH OF LONGEST DRIPLINE SHALL NOT EXCEED THE MANUFACTURER'S MAXIMUM RECOMMENDED LENGTH.
A. DISTANCE BETWEEN LATERAL ROWS AND RINGS AT TREE SHALL BE EQUAL, AND PER IRRIGATION LEGEND. C.  FLUSH VALVE TO BE INSTALLED AT EACH LOCALIZED LOW POINT. VERIFY LOCATIONS IN FIELD AND INSTALL

ADDITIONAL VALVES AS REQUIRED.
D. DO NOT ALLOW THE INLET PRESSURE TO EXCEED 50 PSI. INSTALL PRESSURE REDUCERS AT THE CONTROL VALVE IF
REQUIRED.
AIR RELIEF VALVE(S) TO BE INSTALLED AT EACH LOCALIZED HIGH POINT(S). VERIFY LOCATIONS IN FIELD AND INSTALL
ADDITIONAL VALVES AS REQUIRED. NOT REQ. FOR LINES W/ INTEGRAL CHECK VALVES UNLESS SHOWN ON PLAN.

12| SUBSURFACE DRIPLINE: IRREGULAR ENDS

| NO SCALE

N RECTANGULAR VALVE BOX

| NO SCALE

FLOW SENSOR

CONTROL WIRES WITH
EXPANSION PIGTAILS

ADAPTER

/r MIN 10X PIPE DIA.

AT GRADE IN TURF,
1" IN PLANTER AREAS

— N

FLOW METER
45 DEG. ELBOWS TO
LOWER MAINLINE TO
ADAPTER PROPER DEPTH

MIN. 5X PIPE DIA.
jL I\ 1

¢

IRRIGATION J pj/

MAINLINE

\

BRICK A
SUPPORTS AT
CORNERS, TYP.
3/4" CRUSHED GRAVEL,
6" MIN. DEPTH

NOTES

VALVE REMOVAL.

14| FLOW METER

L q
i

\

A.  LOCATE FLOW METER IN PLANTING AREAS, ADJACENT WALLS OR VERTICAL WORK. ALIGN WITH VALVES, LEAVING ROOM FOR SERVICE INCLUDING

B.  ALL THREADED CONNECTIONS SHALL RECEIVE 3 WRAPS TEFLON TAPE. ALL THREADED NIPPLES SHALL BE PVC SCHEDULE 80.

C.  MINIMUM MAINLINED DIA. SIZE SHALL BE FLOW SENSOR PLUS 0.5".

D. INLET PIPE ENTERING METER: LENGTH MUST BE A MIN. OF 10 X PIPE DIA. OUTLET PIPE LEAVING METER: LENGTH MUST BE MIN. OF 5 X PIPE DIA.
INLET AND OUTLET PIPE MUST BE STRAIGHT PIPE WITH NO FITTINGS OR TURNS UNTIL AFTER THESE SPECIFIED LENGTHS. PIPE AND FITTINGS MAY
BE SCH 80 PVC SOLVENT WELD, THREADED SCH 80 PVC OR BRASS, AS REQUIRED FOR PROJECT.

| NO SCALE

CONTROL WIRES < RECTANGULAR VALVE BOX
WITH EXPANSION
PIGTAILS POLYURETHANE AT GRADE IN TURF,
VALVE ID TAG 1" IN PLANTER AREAS
7777777777 g(
REMOTE CONTROL SHUT-OFF VALVE
VALVE (RCV) PER UPSTREAM OF
NIPPLE, LEGEND RCV (SEE NOTES)
TYPICAL
NIPPLE, TYP.
PVC SLIP X
? UNION MPT EL, TYP.
LATERALX
LINE
BRICK A | |
SUPPORTS AT

CORNERS, TYP.
3/4" CRUSHED GRAVEL,
6" MIN. DEPTH

—

T IRRIGATION
NOTES MAINLINE
A LOCATE VALVES IN PLANTING AREAS, ADJACENT WALLS OR VERTICAL WORK. ALIGN ALL VALVES, LEAVING ROOM FOR
SERVICE INCLUDING VALVE REMOVAL.
B. ALL THREADED CONNECTIONS SHALL RECEIVE 3 WRAPS TEFLON TAPE. ALL THREADED NIPPLES SHALL BE PVC
SCHEDULE 80.
C. MINIMUM MAINLINE AND RISER SIZE SHALL BE 1" DIA.
D.  OMIT INDIVIDUAL SHUTOFF VALVE IF SEPARATE SHUTOFF VALVE IS PROVIDED ON SUB-MAIN.

| REMOTE CONTROL VALVE

| NO SCALE

3

T T BUBBLER OR EMITTER PER IRRIGATION
T LEGEND
V) SCREEN WITH INTEGRAL CHECK VALVE IF
i SPECIFIED

/7 FINISH GRADE PRIOR TO MULCH

A— 3"MIN. —

PRE-MANUFACTURED RISER, THICK WALL
FLEXIBLE PVC (3/8" MIN. DIAMETER) WITH

1/2" MPT ENDS

TEE, OUTLET SIDEWAYS

LATERAL LINE /

MARLEX MPT X BARB EL.
8 | FLEX-RISER EMITTER/BUBBLER
| NO SCALE SECTION
AN
1" IN PLANTER AREAS,
FLUSH IN TURF
FLUSH VALVE PER
LEGEND
\ FINISH GRADE
AORTER 240 X ENDED SO
: PLANTER AREAS
OR AS REQUIRED.
VALVE BOX PER
BLANK DRIPLINE, SPECIFICATIONS,
LEAVE 18" MIN. 8" ROUND UN.O.
SECURELY COIL FOR
BLOCK ACCESS.
OPENINGS

NOTES

A.  LOCATE FLUSH VALVE AT END OF EACH DISTRIBUTION
TUBING RUN, WHETHER SHOWN ON PLAN OR NOT.

6" MIN. DEPTH 3/4" L STANDARD BRICK,
CRUSHED GRAVEL TYPICAL (MIN. 2)

13| DRIPLINE: FLUSH VALVE

| NO SCALE

CONTROL WIRES

N RECTANGULAR VALVE BOX

WITH EXPANSION
PIGTAILS

NIPPLE,
TYPICAL

UNION

?A/

LINE

BRICK l

SUPPORTS AT
CORNERS, TYP.
3/4" CRUSHED GRAVEL,
6" MIN. DEPTH

NOTES

SCHEDULE 80.

FILTER: INSTALL IN ACCESSIBLE
POSITION FOR SERVICING

POLYURETHANE
VALVE ID TAG

[
M\
! mé

[

AT GRADE IN TURF,
1" IN PLANTER AREAS

LEGEND

x PRESSURE REDUCER, SEE

't

C.  MINIMUM MAINLINE AND RISER SIZE SHALL BE 1" DIA.
D. OMIT INDIVIDUAL SHUTOFF VALVE IF SEPARATE SHUTOFF VALVE IS PROVIDED ON SUB-MAIN.

—

| REMOTE CONTROL VALVE: DRIP ZONE

N\

SHUT-OFF VALVE
UPSTREAM OF
RCV (SEE NOTES)

NIPPLE,

PVC SLIP X
MPT EL,

TYP.

TYP.

T |RRIGATION

MAINLINE

A, LOCATE VALVES IN PLANTING AREAS, ADJACENT WALLS OR VERTICAL WORK. ALIGN ALL VALVES, LEAVING ROOM FOR
SERVICE INCLUDING VALVE AND FILTER REMOVAL.

B.  ALL THREADED CONNECTIONS SHALL RECEIVE 3 WRAPS TEFLON TAPE. ALL THREADED NIPPLES SHALL BE PVC

4

| NO SCALE

—
i

=

4"_6"

@

1% L

DEPTH OF LATERAL PER LOCAL JURISDICTIONAL
REQUIREMENTS, OR AS SHOWN IN TRENCHING DETAILS

HEADER, DRIP
LINE OR PVC,
AS INDICATED.

%

,,,,,,

/|

NOTES

o« |

M AMENDED SOIL AT

@
@)

A INSTALL PER MANUFACTURER'S DIRECTIONS AND RECOMMENDATIONS.

PLANTER AREAS

SUBSURFACE DRIP LINE
FITTINGS AS SPECIFIED

BLANK DRIPLINE TUBING
THREADED TEE X BARB FITTING
LATERAL LINE AND FITTINGS

| SUBSURFACE DRIP: LATERAL CONNECTION

9

| NO SCALE

STANDARD BRICK, -
TYPICAL (MIN. 2)

5

SCH. 80 —|
NIPPLE (X2) _

6" DIA. SCH.
40 PVC RIS?7

6" MIN. DEPTH
3/4" CRUSHED

GRAVEL

VALVE: PER
LEGEND

)

il

Jil

AR

FLUSH IN TURF
-

7

/
\

FINISH GRADE
AMENDED
SOIL IN
PLANTER

AREAS

VALVE BOX, 10"
ROUND

SECURELY
BLOCK
OPENINGS

MAINLINE DEPTH AS SPECIFIED

/ FEMALE ADAPTOR (X2)

'

| SHUTOFF VALVE (3" AND SMALLER)

| NO SCALE
PVC EXHAUST HEADER, TYP. ATENDS ~ PVC SUPPLY MANIFOLD I
1/2 LINE SPACING (LATERAL FROM VALVE)
AIR RELIEF VALVE, DRIPLINE CONNECTION TO :
SEE NOTES LATERAL BELOW GRADE, TYP. -
I
T 1 )\ é] |
I T |
Y \\ I
(AR) o |
AR = |
] I
. 5]
|
] |
} 0| |
\
] N
o o] |
\
] A
s EH |
I
] A
N S|
o~ )
FLUSH VALVE AT LOW BLANK DRIPLINE HEADER N PERIMETER OF
NOTES POINT OF HEADER FOR AIR RELIEF VALVE. IRRIGATED AREA
A, DISTANCE BETWEEN LATERAL ROWS AND EMITTER SPACING PER IRRIGATION LEGEND OR SCHEDULE.
B. LENGTH OF LONGEST DRIPLINE SHALL NOT EXCEED THE MANUFACTURER'S MAXIMUM RECOMMENDED LENGTH.
C.  FLUSH VALVE TO BE INSTALLED AT EACH LOCALIZED LOW POINT(S). VERIFY LOCATIONS IN FIELD AND INSTALL
ADDITIONAL VALVES AS REQUIRED.
D. DO NOT ALLOW THE INLET PRESSURE TO EXCEED 50 PSI. INSTALL PRESSURE REDUCERS AT THE CONTROL
VALVE IF REQUIRED.
E. AR RELIEF VALVE(S) TO BE INSTALLED AT EACH LOCALIZED HIGH POINT(S). VERIFY LOCATIONS IN FIELD AND INSTALL

10

ADDITIONAL VALVES AS REQUIRED. NOT REQ. FOR LINES W/ INTEGRAL CHECK VALVES UNLESS SHOWN ON PLAN.

| SUBSURFACE DRIPLINE: END FEED

| NO SCALE
Recommended Irrigation Schedule Project: 21013C
Site Description Roseville Conference Center - Beer Garden Date: 10/19/2023
Reference data
[Nearest data location: |Roseville |
Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
Reference Eto {in./mo.) 1.10 1.70 3.10 470 6.20 7.70 8.50 7.30 5.60 3.70 1.70 1.00
Historical average precipitation 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Effective precip (hist. ave. - 0.2 * 75%) 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Base required irrigation {in./mo.) 1.10 1.70 3.10 4.70 6.20 7.70 8.50 7.30 5.60 3.70 1.70 1.00
Hydrozone Information Table
Hydrozone data summary Model Ord. Area Calculations
Zone |Description Ks | Kd [Kmc| KL | IirType | IE | PR | Soil Type | BIR | AW | RZ |PAW|MAD| AD | HA {sqft) | % of landscape area
A1 |Bubblers, Shrubs 020 1.0 | 1.0 | 0.20 | Bubbler | 0.81 | 1.66 | Clay Loam | 0.2 0.18| 18 | 3.24 50% 1.62 633 69%
AZ |Bubblers, Trees 050| 1.0 | 1.0 | 0.50 | Bubbler | 0.81 | 1.66 | Clay Loam | 0.2 0.18| 36 | 648 50% 3.24 77 8%
A3 |Drip, Raised Planters 050 | 1.0 | 1.0 | 0.50 | DripLine | 0.81 | 3.80 | Clay Loam | 0.2 018 | 8 | 144 50% 0.72 106 12%
A4 (Drip, Shrubs 050 | 1.0 | 1.0 | 0.50 | DripLine | 0.81 | 0.73 | Clay Leam | 0.2 018 | 12 | 216 50% 1.08 104 11%
[Total:| 920 100%
Controller Schedule by Zone
Zone Description Temp? Jan | Feb Mar | Apr May | Jun | Jul | Aug | Sep | Oct | Nov | Dec
Bubblers, Shrubs Irr. Days / Wk 1 1 1 1 1 1 1 1 1 1 1 1
A1 N Cycles / Day 1 1 1 1 2 2 2 2 1 1 1 1
Max. Minutes / Cycle [ 12 Min. / Cycle 3 4 7 10 7 9 9 8 12 8 4 3
Bubblers, Trees Ir. Days / Wk 1 1 1 1 1 1 1 1 1 1 1 1
AZ N Cycles / Day 1 1 1 2 2 3 3 2 2 1 1 1
Max. Minutes / Cycle [ 20 Min. / Cycle 8 10 16 13 16 14 15 19 15 19 9 6
Drip. Raised Planters Ir. Days / Wk 1 1 1 1 1 2 2 2 1 1 1 1
A3 N Cycles f Day 1 1 2 3 3 2 2 2 3 2 1 1
Max. Minutes / Cycle | 5 Min. / Cycle 3 5 4 4 5 5 5 5 5 5 4 3
. Ir. Days / Wk 1 1 1 1 1 1 1 1 1 1 1 1
Drip, Shrub
A4 [P SNTBS N | Cycles / Day 2 2 3 5 6 8 9 7 6 4 2 1
Max. Minutes / Cycle [ 12 Min. / Cycle 7 11 12 12 12 12 11 12 12 11 11 12
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LIMIT OF WORK

-
'/-

20) LIG TEX
15 GAL.

SYNTHETIC TURF, SEE
LAYOUT PLAN SHEET L1.1

PLANTING LEGEND BEER GARDEN

PLANTING NOTES

ETAF Calculations/Regular Landscape

Total ETAF x Area
Total Area (sf)
Awerage ETAF

ETAF Calculations/All Landscape

Total ETAF x Area
Total Area (sf)
Average ETAF

Awerage ETAF for Regular Landscape Areas must be

298 0.55 ar below for residential areas, 0.45 or below for non-
920 residential areas, and 0.65 for DSA projects. These

0.32 values are also reference values for determining MAWA.,
208 'ETWU= Eto x 0.62 x ETAF x Area

920 2MAWA = (Eto) (0.62) [(ETAF x LA) + (1-ETAF) x SLA)}
0.32 *ETWU must be less than or equal to MAWA

24"BOX

2) PHO TEN
5 GAL.

TREES CODE BOTANICAL / COMMON NAME CONT QTY  REMARKS
AES RED AESCULUS X CARNEA / RED HORSECHESTNUT 36" BOX 3 WUCOLS (M), 35'H X 25'W
. ARB HYB ARBUTUS X "MARINA" / ARBUTUS STANDARD 24" BOX 1 WUCOLS (L). 20'H X 20" W.
X4
/ "_"_"_"_"_"_"_"_"_"_"_"_I SHRUBS CODE BOTANICAL / COMMON NAME CONT QTY  REMARKS
L 4
’ - 5 GAL. @ LIG TEX LIGUSTRUM JAPONICUM "TEXANUM' / WAX LEAF PRIVET 15 GAL. 20 WUCOLS (L). 6'H X 6" W.
/ 1
L 4
¢ I {Z} LOM IRA LOMANDRA LONGIFOLIA 'BREEZE' / BREEZE MAT RUSH 5 GAL. 8 WUCOLS (M). 3'H X 3'W.
]
1 {::} PHO TEN PHORMIUM TENAX ‘BRONZE BABY" / BRONZE NEW ZEALAND FLAX 5 GAL. 2 WUCOLS (M). 4'H X 4' W,
|
. » |
- -t TRA JAM TRACHELOSPERMUM JASMINOIDES / STAR JASMINE 5 GAL. 14 WUCOLS (M)
]
" b
|
b .
]
' )
|
) .
]
- I WATER USE CALCULATIONS
x Project: 21013C
n Roseville Conference Center - Beer Garden Date: 10/19/2023
]
| | I Plant Factor| Irrigation| Irrigation Landscape| ETAFx| Estimated Total
| a Hydrozone/Planting Description {PF} Method| Hficiency ETAF Area (sf) Area Water Use
. Regular Landscape Areas
: I Raised Planter Box, Shrubs 0.4 DripLine 0.81 0.49 106 52 1,716
. Bubbler, Shrubs 0.2 Bubbler 0.81 0.25 633 156 5,124
I n Bubblers, Trees 0.4 Bubbler 0.81 0.49 77 38 1,247
36" BOX Drip, Shrubs 0.4| DripLine 081 049 104 51 1,684
Totals 920 208
: Special Landscape Areas
Totals - -]
I Nearest Data Location|Roseulle
. Reference Eto 522 Estimated Total Water Use (ETWU)1| 8,054
i Reference ETAF Maximum Allowed Water Allowance (MAWA)2| 13,399
]
]
]
]
[]
]
]
]
]
]

Exhibit A

1.

10.

1.

12.

13.

14.

15.

SITE ACCEPTANCE: THE CONTRACTOR SHALL OBSERVE THE SITE AND VERIFY THAT ROUGH GRADING AND ALL
OTHER WORK HAS BEEN COMPLETED TO THE CONTRACTOR'S SATISFACTION. ANY PREVIOUS WORK THAT IS NOT
COMPLETE SHALL BE BROUGHT TO THE OWNER'S OR LANDSCAPE ARCHITECT'S ATTENTION IN WRITING. BEGINNING
WORK CONSTITUTES ACCEPTANCE OF THE SITE.

SITE PREPARATION: ALL EXISTING VEGETATION SHALL BE REMOVED (CLEAR AND GRUB). PRIOR TO ROUGH GRADING
OPERATIONS, PRESERVE ALL TOPSOIL BY STOCKPILING ON SITE. TOPSOIL SHALL BE REPLACED IN PLANTING AREAS
TO ACHIEVE FINAL FINISH GRADES. FOR PLANTERS IN LIME-TREATED AREAS, REMOVE AND DISPOSE OF EXISTING
SOIL TO A DEPTH OF 24" THROUGHOUT THE ENTIRE PLANTER, AND REPLACE WITH CLEAN TOPSOIL.

POSITIVE DRAINAGE: ENSURE POSITIVE DRAINAGE IN ALL LANDSCAPE AREAS, AND SHALL ADJUST ELEVATIONS AS
REQUIRED. MINIMUM SLOPE IN TURF AREAS SHALL BE 0.5% TO OUTLET, MINIMUM SLOPE IN PLANTED AREAS SHALL
BE 1.0%.

EXPLANATION OF DRAWINGS: PLANTING INTENT IS TO COMPLETELY FILL ALL PLANTING AREAS, UNLESS
SPECIFICALLY NOTED OTHERWISE. QUANTITIES, (IF SHOWN) ARE FOR CONTRACTOR'S CONVENIENCE ONLY, AND
SHALL NOT RELIEVE THE CONTRACTOR OF THE OBLIGATION TO INSTALL PLANTS TO MEET THIS INTENT. PLANTING
DETAILS ARE CONSIDERED TYPICAL AND ALL WORK SHALL CONFORM TO THESE DETAILS.

SUBSTITUTIONS: IN THE EVENT ANY PLANT MATERIAL SPECIFIED IS NOT AVAILABLE, CONTRACTOR SHALL SUBMIT
PROPOSED SUBSTITUTION IMMEDIATELY TO LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT RESERVES THE
RIGHT TO DETERMINE THE SUITABILITY OF ANY PROPOSED SUBSTITUTION. SUBSTITUTIONS SHALL BE MADE AT NO
ADDITIONAL COST TO THE OWNER.

PLANTING PIT DRAINAGE: EXCAVATED PLANTING PITS SHALL HAVE POSITIVE DRAINAGE. PLANT PITS WHEN FULLY
FLOODED WITH WATER SHALL DRAIN WITHIN 2 HOURS OF FILLING. IF PLANTING PITS DO NOT DRAIN, OTHER
MEASURES, INCLUDING A 1' DIAMETER X 8' DEEP AUGURED HOLE BACKFILLED WITH CRUSHED DRAIN ROCK, WILL BE
REQUIRED.

PLANT MATERIAL: ALL PLANT MATERIAL SHALL COMPLY WITH ANSI Z60.1 “STANDARD FOR NURSERY STOCK,” NOTES
AND DETAILS ON THE DRAWINGS. UNLESS OTHERWISE NOTED MINIMUM PLANT SIZES SHALL BE AS FOLLOWS.
EVERGREEN SHRUBS (EXCEPT DWARF VARIETIES): 9" H. X 8" W. FOR 1-GALLON (#1); 15" H. X 12" W. FOR 5-GALLON (#5);
AND 30" H. X 24" W. FOR 15-GALLON (#15). SINGLE TRUNK TREES: 5'H. W/ 1" CALIPER FOR 15-GALLON (#15); 8' H. W/ 2"
CALIPER FOR 24" BOX (#25). CONTRACTOR SHALL SUBMIT PHOTOS OF ALL TREES 36" AND ABOVE FOR LANDSCAPE
ARCHITECT'S APPROVAL PRIOR TO PURCHASE OR DELIVERY. APPROVAL OF PHOTOS DOES NOT PRECLUDE ON-SITE
REJECTION OF UNSUITABLE PLANT MATERIAL.

SITE CLEANLINESS: THE CONTRACTOR IS RESPONSIBLE TO KEEP THE SITE CLEAN, FOR SOIL EROSION CONTROL
MEASURES, AND FOR ANY OTHER GENERAL REQUIREMENTS. SHOULD EXISTING CONDITIONS REQUIRE MITIGATION,
THE CONTRACTOR SHALL ALERT THE OWNER OR LANDSCAPE ARCHITECT PRIOR TO PERFORMING WORK.

UNDERGROUND UTILITIES: THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO BEGINNING
WORK. CALL C.G.A. (811) TO LOCATE EXISTING UTILITIES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
REPAIR OR REPLACEMENT OF ANY DAMAGED UTILITIES, TO THE SATISFACTORY OF THE OWNER AND GOVERNING
AGENCY AT NO COST TO THE OWNER OR INCREASE IN BID AMOUNT.

BARK MULCH: A 3" LAYER OF 'WALK-ON' BARK MULCH SHALL BE INSTALLED IN ALL PLANTER AREAS. CONTRACTOR

SHALL SUBMIT A MULCH SAMPLE PRIOR TO ORDER. APPLY PRE-EMERGENT PRIOR TO PLACING MULCH. IF
MAINTENANCE PERIOD EXTENDS PAST 90 CALENDAR DAYS FROM APPLICATION, APPLY AGAIN PER MANUFACTURER'S
INSTRUCTIONS.

SOIL FERTILITY ANALYSIS AND AMENDMENT: THE CONTRACTOR SHALL OBTAIN ONE (1) SOILS FERTILITY ANALYSIS.
ALL PLANTING AREAS SHALL BE AMENDED PER THE SOILS REPORT, AND PER LOCAL ORDINANCE. EVEN WHEN NOT
REQUIRED BY THE SOILS FERTILITY TEST, APPLY A MINIMUM OF 4 CUBIC YARDS PER 1,000 S.F. COMPOST OVER ALL
PLANTED AREAS AND TILL INTO TOP 8" OF SOIL, ALONG WITH OTHER RECOMMENDATIONS PER THE SOILS FERTILITY
TEST. ALL PLANTING PITS SHALL BE BACKFILLED WITH AMENDED SOIL MIX. PROVIDE SOIL ANALYSIS REPORT AND
DOCUMENTATION VERIFYING IMPLEMENTATION OF SOIL ANALYSIS RECOMMENDATIONS TO CITY AS PART OF
CERTIFICATION OF COMPLETION.

ESTABLISHMENT PERIOD: SHALL BE A MINIMUM OF 30 CALENDAR DAYS, BEGINNING UPON WRITTEN VERIFICATION

OF SUBSTANTIAL COMPLETION BY THE LANDSCAPE ARCHITECT OR OWNER'S REPRESENTATIVE. ESTABLISHMENT
PERIOD SHALL CONSIST OF REGULAR LANDSCAPE MAINTENANCE BY THE INSTALLING CONTRACTOR, ENSURING ALL
PLANTING IS IN A VIGOROUS AND HEALTHY CONDITION, AND ALLOWING PLANTS TO GROW-IN AND ACCLIMATIZE TO
THE SITE. ANY PLANT THAT HAS BEEN REPLACED DURING THE ESTABLISHMENT PERIOD SHALL BE SUBJECT TO AN
ADDITIONAL ESTABLISHMENT PERIOD EQUAL TO THE ORIGINAL ESTABLISHMENT PERIOD, BEGINNING ON THE DATE
OF REPLACEMENT. ANY DAY OF IMPROPER MAINTENANCE, AS DETERMINED BY THE LANDSCAPE ARCHITECT OR
LOCAL JURISDICTION, SHALL NOT COUNT TOWARD THE ESTABLISHMENT PERIOD.

UTILITY CLEARANCE: FOLLOW ALL JURISDICTIONAL REQUIREMENTS. AT MINIMUM IF NOT OTHERWISE REQUIRED OR

NOTED: NO TREES SHALL BE PLANTED WITHIN 5" OF WATER AND SANITARY SEWER LINES. NO TREES SHALL BE
PLANTED UNDER EXISTING OR FUTURE OVERHEAD POWERLINES, AND ALL REQUIRED CLEARANCES SHALL BE
MAINTAINED. ALL PLANTING EXCEPT LOW-GROWING GROUNDCOVER SHALL BE 3' CLEAR OF ALL FIRE
APPURTENANCES PER NFPA 18.5.7.

WORK IN RIGHT-OF-WAY: ALL WORK WITHIN THE RIGHT OF WAY OR TO BE MAINTAINED BY THE LOCAL AGENCY SHALL
BE INSTALLED PER THE LATEST EDITION OF THE AGENCY CONSTRUCTION STANDARDS, AND ALL OTHER AGENCY
REQUIREMENTS.

LIME TREATED AREAS: ANY PLANTER AREA TREATED WITH LIME SHALL BE EXCAVATED TO A DEPTH OF 2', AND THE

SPOILS LEGALLY DISPOSED OF OFF SITE. EXCAVATED AREAS SHALL BE BACKFILLED WITH CLEAN TOPSOIL.
PROVIDE A SOILS FERTILITY TEST OF PROPOSED TOPSOIL PRIOR TO IMPORT.

SEE SHEET L3.2 FOR PLANTING

DETAILS

I HAVE COMPLIED WITH THE CRITERIA OF THE MODEL
WATER EFFICIENT LANDSCAPE ORDINANCE (MWELO)
AND APPLIED THEM FOR THE EFFICIENT USE OF

WATER IN THE LANDSCAPE AND IRRIGATION DESIGN
PLANS. -
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REQUIRED AMENDMENTS PER

APPLY COMPOST AND

SOILS REPORT PRIOR TO
TILLING.

TILL TOP 8"
(MIN.) IN ALL

PLANTING
AREAS

FINISH GRADE

7

PROPOSED

AFTER
SETTLING

~

NOTES

A

ADDITIONAL REQUIREMENTS.

1

S

SEE SPECIFICATIONS (IF PROVIDED) FOR

S
//

=N R Rl f«? i ST S A (NS
S SOV S w7 IOV HOY sy HOW ey i€
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COMPACTION SHALL NOT EXCEED 85% R.D. IN
PLANTING AREAS. COMPACTION IN EXCESS OF 85%
SHALL REQUIRE REMEDIATION BY FRACTURING WITH
A BACKHOE OR OTHER MEANS AS DETERMINED BY

THE LANDSCAPE ARCHITECT.

| PLANTING AREA SOIL PREPARATION

SEE EDGE CONDITION
DETAIL FOR FINAL
FINISH GRADE AT
ADJACENT SURFACES

ACCEPTABLE ACCEPTABLE NOTES
‘ ONE CENTRAL LEADER TOP OF iy
(NO CO-DOMINANCE) ROOT ROOT BALL / A, OBSERVATIONS OF ROOTS SHALL OCCUR PRIOR TO ACCEPTANCE.
COLLAR ROOTS AND SUBSTRATE MAY BE REMOVED DURING THE
EXAMPLES 2" MAX OBSERVATION PROCESS; SUBSTRATE/SOIL SHALL BE REPLACED
T, e N AFTER OBSERVATION HAS BEEN COMPLETED.
T N———= B.  SMALLROOTS (/4" OR LESS) THAT GROW AROUND, UP, OR DOWN
B | 190 | 050 | 0% THE ROOT BALL PERIPHERY ARE CONSIDERED A NORMAL
250 | osr | 03 CONDITION IN CONTAINER PRODUCTION AND ARE ACCEPTABLE
20 | 100 | os STRUCTURAL HOWEVER THEY SHOULD BE ELIMINATED AT THE TIME OF
o T | om 2001 ?lLI\//TSEEgL T\S%L% ON THE PERIPHERY MAY BE REMOVED AT THE
LEVEL AT WHICH TOP-MOST ROOTS RADIATE FROM TRUNK AND REACH SIDE OF ROOT BALL '
ASPECT RATIO OF B:A IS GREATER THAN OR EQUAL TO 0.66 ROOT EMERGES FROM TRUNK WITHOUT DEFLECTING DOWN OR AROUND. C. SEE SPECIFICATIONS (IF PROVIDED) FOR OBSERVATION PROCESS
ASPECT RATIO IS LESS AS MEASURED 1" ABOVE THE TOP OF THE BRANCH UNION. AND REQUIREMENTS.
THAN .66 THE POINT WHERE TOP-MOST ROOT(S) EMERGES FROM THE TRUNK (ROOT COLLAR) SHOULD BE WITHIN THE TOP 2" OF SUBSTRATE. THE ROOT D. PRIOR TO PLANTING, SOIL SHALL BE REMOVED FROM THE TOP OF
COLLAR AND THE ROOT BALL INTERIOR SHOULD BE FREE OF DEFECTS INCLUDING CIRCLING, KINKED, ASCENDING, AND STEM GIRDLING ROOTS. THE ROOT BALL AS REQUIRED TO EXPOSE THE ROOT FLARE.
STRUCTURAL ROOTS SHALL REACH THE PERIPHERY NEAR THE TOP OF THE ROOT BALL.
MULTIPLE
REJECTABLE CO-LEADERS REJECTABLE

NOTES

ASPECT RATIO IS
GREATER THAN .66

A. ASPECT RATIO SHALL BE LESS THAN 0.66 ON ALL BRANCH UNIONS. ASPECT RATIO IS THE DIAMETER OF BRANCH (B) DIVIDED BY THE DIAMETER OF
THE TRUNK (A) AS MEASURED 1" ABOVE THE TOP OF THE BRANCH UNION.

EXAMPLES
O L
2.50" 1.80" 0.72
20" 2.0" 1.0
2.50" 2.0" 0.80
40" 3.0 0.75

ASPECT RATIO OF B:A IS GREATER THAN OR EQUAL TO 0.66
AS MEASURED 1" ABOVE THE TOP OF THE BRANCH UNION.

B. ANY TREE NOT MEETING THESE REQUIREMENTS MAY BE REJECTED, EXCEPTING THOSE NOTED AS "MULTI-TRUNKED"

| NO SCALE
NOTES
A.  MULCH MIN. 3" DEPTH, KEEP 6" FROM TRUNK.
B.
C.
1GALLON:  1TABLET
2GALLON: 2 TABLETS
5GALLON: 3 TABLETS
15GALLON: 6 TABLETS

SOIL BERM, 3-4" HIGH X 6-8"
WIDE, OUTSIDE PLANTING
PIT

AMENDED SOIL IN PLANTING
PIT AND SURROUNDING
PLANTER AREAS

| SHRUB PLANTING

PLANTING PIT DIAMETER MIN. 2X DIAMETER OF CONTAINER.
FERTILIZER TABLETS SHALL BE 21 GRAM, SLOW-RELEASE, QUANTITY AS FOLLOWS:

ROOTBALL, REST ON
PLINTH OF UNDISTURBED
SUBGRADE OR

COMPACTED SOIL.

FERTILIZER TABLETS,
MIN. 4" FROM
ROOTBALL, 6" DEEP,
EVENLY DISTRIBUTED

S
DN

=

2 | TREE BRANCHING STRUCTURE

| NO SCALE

SECTION | NO SCALE
NOTES
A. MULCH MIN. 3" DEPTH, KEEP 6"
FROM TRUNK.
B. PLANTING PIT DIAMETER MIN.
2X DIAMETER OF CONTAINER.
C. FERTILIZER TABLETS SHALL BE
21 GRAM, SLOW-RELEASE,
QUANTITY AS FOLLOWS: CUT STAKES TO KEEP CLEAR
OF LOWEST BRANCHES.
15 GALLON: 8 TABLETS
24" BOX: 16 TABLETS VINYL TREE TIE, BLACK,
36" BOX: 20 TABLETS UV-RESISTANT, MIN. 24" LONG.
48" BOX: 32 TABLETS INSTALL WITH SLACK TO ALLOW
FLEXIBILITY. SECURE W/
GALVANIZED NAIL.
ROOTBALL, REST ON PLINTH ) '
OF UNDISTURBED SUBGRADE 2" DIA. X 10' LODGEPOLE
OR COMPACTED SOIL STAKES. KEEP CLEAR OF
ROOT BALL.
SOIL BERM, 4-6" HIGH X 8-10 1 X 4 REDWOOD BRACE,
WIDE, OUTSIDE PLANTING PIT CLEAR OF TRUNK. MIN. 1
(OMIT IN SODDED AREAS) FROM FINISH GRADE
AMENDED SOIL IN PLANTING FERTILIZER TABLETS, MIN. 4"
PIT AND SURROUNDING FROM ROOTBALL, 6" DEEP,
PLANTER AREAS EVENLY DISTRIBUTED
T
< Ll ] .
= l ‘: =
j 1
- [~ S
\/ \/ J\
6 | TREE PLANTING: STANDARD UP TO 36" BOX
SECTION | NO SCALE SECTION

7

AS NOTED

STRUCTURAL ROOTS

CIRCLE INTERIOR OF ROOT
BALL. NO STRUCTURAL
ROOTS ARE HORIZONTAL
AND REACH THE ROOT BALL
PERIPHERY NEAR THE TOP

OF THE ROOT BALL.

ABSORBING ROOTS
/ STRUCTURAL ROOTS

ONLY ABSORBING ROOTS
REACH THE PERIPHERY
NEAR THE TOP OF THE
ROOT BALL. STRUCTURAL
ROOTS MOSTLY WRAP OR
ARE DEFLECTED ON THE
ROOT BALL INTERIOR.

STRUCTURAL ROOTS
DESCEND INTO ROOT BALL
INTERIOR. NO STRUCTURAL

ROOTS ARE HORIZONTAL AND

REACH THE ROOT BALL

PERIPHERY NEAR THE TOP OF

THE ROOT BALL.

| ROOT STRUCTURE: CONTAINERIZED PLANTS

STRUCTURAL ROOTS
CIRCLE AND DO NOT
RADIATE FROM THE
TRUNK.

ROOTS GROWING
TANGENT TO TRUNK

//“/‘*

STRUCTURAL ROOTS STRUCTURAL ROOTS

PRIMARILY GROW TO MISSING FROM ONE SIDE,

ONE SIDE. AND/OR GROW TANGENT
TO TRUNK.

| NO SCALE

/ FENCE, WALL, OR POST

NOTES
A. MULCH MIN. 3" DEPTH, KEEP 6" FROM TRUNK.
B.  PLANTING PIT DIAMETER MIN. 2X DIAMETER OF CONTAINER.
C. FERTILIZER TABLETS SHALL BE 21 GRAM, SLOW-RELEASE,
QUANTITY AS FOLLOWS:
1 GALLON: 1 TABLET
2 GALLON: 2 TABLETS
5 GALLON: 3 TABLETS
15 GALLON: 6 TABLETS

VINE, TRAIN TO WALL/FENCE/POST WITH STAKE AND TIE

2" DIAMETER UNTREATED WOOD STAKE, 1 PER VINE, STAKES SHALL
EXTEND A MINIMUM OF 6" INTO UNDISTURBED SOIL AND NOT PUNCTURE
ROOTBALL. LEAN AGAINST WALL AND REMOVE AT END OF WARRANTY
PERIOD OR WHEN VINE ATTACHES TO WALL

MULCH, SEE NOTE
SOIL BERM, 3-4" HIGH X 6-8"

AMENDED SOIL IN
PLANTING PIT

OF NATIVE SOIL

e FERTILIZER TABLETS,
MIN. 4" FROM
ROOTBALL, 6" DEEP,

L EVENLY DISTRIBUTED

~

\ ROOTBALL, REST ON

WIDE, OUTSIDE PLANTING PIT

SCARIFY AND SLOPE SIDES

2% DIAMETER OF ROOT BALL ———# PLINTH OF UNDISTURBED
SUBGRADE OR
COMPACTED SOIL
| VINE PLANTING
| NO SCALE pp——

AS NOTED

Exhibit A

PLANTED AREAS SODDED OR SEEDED AREAS

,  SLOPE TO FULL DEPTH OF

1" ‘1 MULCH WITHIN 12" OF EDGE 7 1/4" TO 1/2"
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TOP OF FINISH GRADE ADJACENT AMENDED AND
MULCH BEFORE MULCH HARDSCAPE, PREPARED SOIL
HEADER, OR
OTHER OBJECT

NOTES

A. PROVIDE POSITIVE DRAINAGE TO OUTLET IN ALL PLANTED AREAS. DO NOT ALLOW SURFACE DRAINAGE ONTO
WALKWAYS, DRIVEWAYS, OR OTHER HARDSCAPE, OR SURFACE DRAINAGE TOWARD OR AGAINST STRUCTURES.

| PLANTED AREA EDGE CONDITION AT HARDSCAPE

| NO SCALE SECTION
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