
PROJECT TEAM
USKO CONSTRUCTION, LLC
1635 CEBRIAN ST.
WEST SACRAMENTO, CA 95691
PROJECT CONTACT: VITALIY SKOTS
PH: 916.459.5959
EMAIL: USKOBUILD@GMAIL.COM

OWNER

STACEY HALL
5732 CAMAS CT. 
POLLOCK PINES, CA 95726
PH: 510.220.1193
EMAIL: SBOWEN505@YAHOO.COM 

ARCHITECT

VICINITY MAPPROJECT INFORMATION

PROJECT SITE

THE PROJECT SCOPE INCLUDED HEREIN INCLUDES THE NEW CONSTRUCTION 
OF A WAREHOUSE FACILITY WITH AN OFFICE COMPONENT. 

SCOPE OF WORK

BUILDING INFORMATION
CONSTRUCTION TYPE: TYPE IIB
NUMBER OF STORIES: 2-STORY 
BUILDING HEIGHT: 40'-0"
BUILDING PERIMETER: 57,600 SF

GROSS BUILDING AREA: 58,388 SF
OCCUPANCY CLASSIFICATION: B, S-1 
FIRE SPRINKLER: YES 
FIRE ALARM: NO 

2022 BUILDING STANDARDS ADMINISTRATIVE CODE, PART 1, TITLE 24 OCC

2022 CALIFORNIA BUILDING CODE (CBC), PART 2, TITLE 24 C.C.R.

2022 CALIFORNIA ELECTRICAL CODE (CEC), PART 3, TITLE 24 C.C.R.

2022 CALIFORNIA MECHANICAL CODE (CMC), PART 4, TITLE 24 C.C.R.

2022 CALIFORNIA PLUMBING CODE (CPC), PART 5, TITLE 24 C.C.R.

2022 CALIFORNIA ENERGY CODE (CEC), PART 6, TITLE 24 C.C.R.

2022 CALIFORNIA FIRE CODE, PART 9, TITLE 24 C.C.R.

2022 CALIFORNIA GREEN BUILDING STANDARDS CODE (CAL GREEN), PART 
11, TITLE 24 C.C.R.

2022 BUILDING ENERGY EFFICIENCY STANDARDS (AS AMENDED BY STATE 
OF CALIFORNIA AND LOCAT JURISDICTION)

**GENERAL CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH ALL 
APPLICABLE SECTIONS OF CFC CHAPTER 33, FIRE SAFETY DURING 
CONSTRUCTION AND DEMOLITION.

**PRIOR TO FINAL, GENERAL CONTRACTOR SHALL PROVIDE 
DOCUMENTATION INDICATING THAT THE BUILDING HAS BEEN TESTED BY A 
LICENSED CONTRACTOR AND COMPLIES WITH CFC SECTION 510, 
EMERGENCY RESPONDER RADIO COVERAGE.

APPLICABLE CODES

10198 FOOTHILLS BLVD. - WAREHOUSE

PLANNING SUBMITTAL

PROJECT ADDRESS: 10198 FOOTHILLS BLVD.

ROSEVILLE, CA 95747

A.P.N. #: 017-250-076

NEW CONSTRUCTION

TOP ENGINEERING INC.
PH: 916.342.3657
EMAIL: MAIN@TOPCIVILENG.COM 

CIVIL

LANDSCAPE DESIGN SOLUTIONS
PH: 916.532.6395
EMAIL: LANDESOLPG@GMAIL.COM

LANDSCAPE

CBC STEEL BUILDING
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SHEET INDEX

.GENERAL.

G0.0 COVER SHEET

.ARCHITECTURAL.

A1.1 FLOOR PLAN - FIRST FLOOR

A1.3 FLOOR PLAN - SECOND FLOOR

A3.1 ROOF PLAN

A4.1 EXTERIOR ELEVATIONS

A5.1 BUILDING SECTIONS

SCALE:

PERSPECTIVE

.CIVIL.

1 COVER SHEET

2 PRELIMINARY GRADING PLAN

3 PRELIMINARY GRADING PLAN

4 PRELIMINARY GRADING PLAN

5 DETAILS

6 DETAILS

7 DETAILS

8 SECTION

9 SURFACE IMPROVEMENT PLAN

.CIVIL SITE.

1. SITE PLAN

.LANDSCAPE.

1.. PRELIMINARY LANDSCAPE PLAN

.PHOTOMETRIC.

1... SITE PHOTOMETRIC

.PEMB (PRE-ENGINEERED METAL BUIDING).

C1 PRELIMINARY COVERSHEET

FP1 PRELIMINARY FLOOR PLAN

FX PRELIMINARY FRAME CROSS SECTIONS

FX. PRELIMINARY FRAME CROSS SECTIONS

ST5 PRELIMINARY STRUCTURAL ELEVATIONS

ST6 PRELIMINARY STRUCTURAL ELEVATIONS

ST7 PRELIMINARY STRUCTURAL ELEVATIONS

ST8 PRELIMINARY STRUCTURAL ELEVATIONS
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WALL LEGEND

NEW WALLS 

DIM F.O. STUD DIMENSION

DIM F.O. FINISH

GENERAL NOTES

A. GENERAL NOTES APPLY TO ALL SHEETS.

B. WALLS SHADED OR DASHED ON FLOOR PLANS INDICATE NEW WALLS.

C. INTERIOR STUD WALLS SHALL EXTEND TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE UNLESS NOTED OTHERWISE. 

D. PROVISIONS SHALL BE MADE AT FULL HEIGHT NONBEARING WALLS FOR 1-INCH VERTICAL MOVEMENT OF BUILDING STRUCTURE WITHOUT 

TRANSFER OF COMPRESSIVE LOADS TO WALL.  FILL IRREGULARITIES BETWEEN TOP OF WALL AND DECK ABOVE WITH FIRE SAFING 

INSULATION OR FIRE STOPPING MATERIALS AS REQUIRED TO MEET FIRE RATING OF RESPECTIVE WALLS. 

E. WALLS OF FIRE-RESISTANCE-RATED CONSTRUCTION SHALL EXTEND TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE.

F. SEAL PENETRATIONS THROUGH FIRE-RESISTANCE-RATED CONSTRUCTIONS WITH THROUGH- PENETRATION FIRESTOP MATERIAL AS 

REQUIRED TO ACHIEVE RESPECTIVE FIRE-RESISTIVE RATING AND SMOKE STOPPAGE. 

G. FURNISH AND INSTALL FIRE-RETARDANT-TREATED WOOD BLOCKING OR METAL BACKING PLATE IN STEEL STUD PARTITIONS FOR PROPER 

ANCHORAGE OF WALL ATTACHED ITEMS;  I.E. TOILET ACCESSORIES, TOILET PARTITIONS, CASEWORK, MILLWORK, WALL-MOUNTED FIXTURES, 

DOOR STOPS, AUDIO VISUAL BRACKETS, ETC.

H. GYPSUM BOARD AND PLASTER SURFACES SHALL BE ISOLATED WITH CONTROL JOINTS PER MANUFACTURER'S REQUIREMENTS.

I. COORDINATE MECHANICAL CHASE SIZES WITH MECHANICAL CONTRACTOR.

J. COORDINATE WITH MECHANICAL AND ELECTRICAL CONTRACTORS SIZE AND LOCATION OF EQUIPMENT PADS INDICATED ON FLOOR PLANS.

K. SCRIBE GYPSUM BOARD OF WALL AND PARTITIONS TO IRREGULARITIES OF DECK ABOVE.  SEAL TIGHTLY AROUND PENETRATIONS.

L. PROVIDE SEISMIC BRACING FOR SUSPENDED CEILINGS OR AS INDICATED ON DRAWINGS.

M. EXTERIOR DOORS THAT HAVE BEEN RENDERED NON-FUNCTIONAL SHALL BE LABELED ON THE EXTERIOR WITH A SIGN STATING, "THIS DOOR 

BLOCKED" WITH 6" LETTERS BY 3/4" STROKE OF AN APPROVED COLOR THAT IS CONTRASTING TO THEIR BACKGROUND IN AN APPROVED 

LOCATION.

N. PROVIDE INTERIOR GYP. BD. CONTROL JOINTS EVERY 30'-0" MAX. SEE             .
SECURITY CHECKPOINT

LEGEND NOTES
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SCALE: 1/16" = 1'-0"

FLOOR PLAN - FIRST FLOOR

FLOOR PLAN SYMBOL

NORTH
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A5.1

GENERAL NOTES

A. GENERAL NOTES APPLY TO ALL SHEETS.

B. WALLS SHADED OR DASHED ON FLOOR PLANS INDICATE NEW WALLS.

C. INTERIOR STUD WALLS SHALL EXTEND TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE UNLESS NOTED OTHERWISE. 

D. PROVISIONS SHALL BE MADE AT FULL HEIGHT NONBEARING WALLS FOR 1-INCH VERTICAL MOVEMENT OF BUILDING STRUCTURE WITHOUT 

TRANSFER OF COMPRESSIVE LOADS TO WALL.  FILL IRREGULARITIES BETWEEN TOP OF WALL AND DECK ABOVE WITH FIRE SAFING 

INSULATION OR FIRE STOPPING MATERIALS AS REQUIRED TO MEET FIRE RATING OF RESPECTIVE WALLS. 

E. WALLS OF FIRE-RESISTANCE-RATED CONSTRUCTION SHALL EXTEND TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE.

F. SEAL PENETRATIONS THROUGH FIRE-RESISTANCE-RATED CONSTRUCTIONS WITH THROUGH- PENETRATION FIRESTOP MATERIAL AS 

REQUIRED TO ACHIEVE RESPECTIVE FIRE-RESISTIVE RATING AND SMOKE STOPPAGE. 

G. FURNISH AND INSTALL FIRE-RETARDANT-TREATED WOOD BLOCKING OR METAL BACKING PLATE IN STEEL STUD PARTITIONS FOR PROPER 

ANCHORAGE OF WALL ATTACHED ITEMS;  I.E. TOILET ACCESSORIES, TOILET PARTITIONS, CASEWORK, MILLWORK, WALL-MOUNTED FIXTURES, 

DOOR STOPS, AUDIO VISUAL BRACKETS, ETC.

H. GYPSUM BOARD AND PLASTER SURFACES SHALL BE ISOLATED WITH CONTROL JOINTS PER MANUFACTURER'S REQUIREMENTS.

I. COORDINATE MECHANICAL CHASE SIZES WITH MECHANICAL CONTRACTOR.

J. COORDINATE WITH MECHANICAL AND ELECTRICAL CONTRACTORS SIZE AND LOCATION OF EQUIPMENT PADS INDICATED ON FLOOR PLANS.

K. SCRIBE GYPSUM BOARD OF WALL AND PARTITIONS TO IRREGULARITIES OF DECK ABOVE.  SEAL TIGHTLY AROUND PENETRATIONS.

L. PROVIDE SEISMIC BRACING FOR SUSPENDED CEILINGS OR AS INDICATED ON DRAWINGS.

M. EXTERIOR DOORS THAT HAVE BEEN RENDERED NON-FUNCTIONAL SHALL BE LABELED ON THE EXTERIOR WITH A SIGN STATING, "THIS DOOR 

BLOCKED" WITH 6" LETTERS BY 3/4" STROKE OF AN APPROVED COLOR THAT IS CONTRASTING TO THEIR BACKGROUND IN AN APPROVED 

LOCATION.

N. PROVIDE INTERIOR GYP. BD. CONTROL JOINTS EVERY 30'-0" MAX. SEE             .
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FLOOR PLAN SYMBOL

SCALE: 1/16" = 1'-0"

FLOOR PLAN - SECOND FLOOR
NORTH
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DIM F.O. STUD DIMENSION
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ROOF PLAN GENERAL NOTES:

A. ROOF PLAN NOTES APPLY TO ALL ROOF PLAN SHEETS.

B. MOST ROOF SLOPES ARE CREATED BY SLOPING THE ROOF STRUCTURE. SEE PEMB DRAWINGS FOR ELEVATIONS OF THE 

HIGH AND LOW POINTS TO DETERMINE PROPER TAPER IN INSULATION IF APPLICABLE. SHADED AREAS INDICATE TAPERED 

INSULATION.  TAPERED INSULATION SHALL PROVIDE A MINIMUM OF 1/4-INCH PER FOOT OF SLOPE TO ROOF DRAINS, 

UNLESS NOTED OTHERWISE.

C. ALL ROOF CURBS TO BE A MINIMUM OF 8" ABOVE ROOFING LEVELS.  PROVIDE TAPERED INSULATION ROOF SADDLES AT 

ROOF CURBS TO PROVIDE APPROPRIATE DRAINAGE.

D. SEE PEMB FOR FRAMING AROUND ROOF PENETRATIONS.

E. COORDINATE THE SIZE AND LOCATION OF ROOF PENETRATIONS FOR MECHANICAL AND ELECTRICAL EQUIPMENT.  REFER 

TO MECHANICAL AND ELECTRICAL DRAWINGS FOR PENETRATIONS NOT SHOWN ON THIS SHEET.

F. FLASH DRAINS, CURBS, VENTS AND STACKS PER MANUFACTURER'S RECOMMENDATIONS IF DETAIL NOT SHOWN ON PLANS.

G. NO ROOF PENETRATIONS ALLOWED WITHIN 5'-0" EACH SIDE OF 2-HOUR AREA SEPARATION WALL AND 2-HR FIREWALL.  SEE 

CODE PLAN FOR WALL LOCATIONS IF APPLICABLE.

LEGEND NOTES
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SCALE: 1/16" = 1'-0"

ROOF PLAN

NORTH
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SCALE: 1/16" = 1'-0"A4.1

1 ELEVATION - NORTH

SCALE: 1/16" = 1'-0"A4.1

2 ELEVATION - EAST

SCALE: 1/16" = 1'-0"A4.1

3 ELEVATION - SOUTH

SCALE: 1/16" = 1'-0"A4.1

4 ELEVATION - WEST
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SCALE: 1/16" = 1'-0"

SECTION - LONGITUDINAL

SCALE: 1/16" = 1'-0"

SECTION - TRANSVERS
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